TS

TyCové tesnenie, TS

HANSAVFLEX

Vlastnosti . ——
Kons&trukcia Drazkovy kruzok tyce I
Prevadzkovy tlak do 400 bar SpaltmaB / Clearance Druck - Pressurs |
Rychlost kizania max. 0,5m/s Druck Ts-Ts.flfmr':-‘?é...-Al-Ts... 1A : "’ [ I'_
Teplota min. -30 °C bar |3 d=60mm| d=60mm | 4>E0mm { ]r I
Teplotamax.  80°C 100 <030 <0.40] <050 0.0 A, el
Média Mineraine oleje 200 10,20 | <0,30] <0.40 |/ <0,60 .,
300 [<0,15| <0.20| <0,30| <0,40 - c -
Montaz v otvorenych drazkach B 400 [<0,10[ <0,15] <0,20 ] <0,30 .
V uzavretych drazkach V otvorenych priestoroch 00 | 1 =010 | <0.15 Toleranz { Tolerance |
na zabudovanie ’ " !—d—} D Em.
: [HE /7| +0.04[0/0,
Materiél PUR -
Pouzitie Hydraulika
Popis
Vysoka a odolnost’ voci oteru
Veimi dobry tesniaci ucinok pri nizkom tlaku.
Rychle zmeny zatazenia.
Pokyny pre objednanie
Tesnenia s priemerom 20 az 510 mm mdzeme vyhotovit’ v kratkom Case.
Vyrobok
Oznacenie d D: D
(mm) (mm) (mm)
TS 12 18 12 18,0 5,0
TS 16 22 16 22,0 4,5
TS 16 24-1 16 24,0 7,0
TS 18 25 18 25,0 5,7
TS 20 25 20 25,0 3,5
TS 20 25-1 20 25,0 4,5
TS 20 26 20 26,0 6,0
TS 20 27 20 27,0 6,5
TS 20 30 20 30,0 8,0
TS 20 30-1 20 30,0 9,0
TS 20 30-2 20 30,0 11,0
TS 21 27 24 27,0 5,0
TS 22 28 22 28,0 5,0
TS 22 30 22 30,0 8,0
TS 22 321 22 32,0 9,0
TS 24 30 24 30,0 5,0
TS 25 32 25 32,0 5,0
TS 25 35 25 35,0 6,0
TS 25 35-2 25 35,0 10,0
TS 25 35-5 25 35,0 11,0
TS 25 36 25 36,0 6,0
TS 30 38 30 38,0 9,0
TS 30 40-1 30 40,0 8,0
TS 32 40 32 40,0 9,0
TS 32 421 32 42,0 9,0
TS 32 42-2 32 42,0 11,0
TS 35 43-1 35 43,0 9,0
TS 35 45 35 45,0 8,0
TS 36 44 36 44,0 9,0
TS 38 45 38 45,0 7,0
TS 40 50 40 50,0 7,0
TS 42 53 42 53,0 10,0
TS 45 53-1 45 53,0 7,0
TS 4553 45 53,0 9,0
TS 46 54 46 54,0 9,0
TS 50 62 50 62,0 11,0
TS 56 66-1 56 66,0 7,5
TS 56 66 56 66,0 11,0
—

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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Vyrobok
Oznacenie d D: D
(mm) (mm) (mm)
TS 60 70-3 60 70,0 13,0
TS 61 69 61 69,0 9,0
TS 63 71 63 70,0 9,0
TS 66 80 66 80,0 11,0
TS 68 76 68 76,0 9,0
TS 70 80 70 80,0 8,0
TS 70 80-2 70 80,0 13,0
TS 7278 72 78,0 7,0
TS 76 84 76 84,0 9,0
TS 85 97 85 97,0 9,5
TS 88 96 88 96,0 9,0
TS 90 96 90 96,0 55
TS 90 100 90 100,0 7,5
TS 91 99 91 99,0 9,0
TS 107 115 107 115,0 9,0
TS 126 134 126 134,0 9,0
TS 145 153 145 153,0 9,0
TS 147 155 147 155,0 11,0
TS 175 183 175 183,5 9,0
TS 221 229 221 2295 13,0

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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