INDU WAS SD
Sacia hadica na tlakovu vodu HANSA[/FLEX

Vlastnosti

Oblast’ pouzitia  Nizkotlakové sacie a tlakové systémy PISKAE 0014550 wp 10 501
Priemysel a stavebnictvo

Norma 1ISO 1307

Vnatorna vrstva  Prirodny a synteticky guma

Vnutorné vioZka  vysoko pevna synteticka textilna viozka a $pirala z
ocelového drétu

Vonkajsia vrstva  synteticka guma

Farba cierny
Teplota min. -25°C
Teplota max. 70 °C
Média Voda
Vyrobok
Oznacenie Vnutorny @ VonkajSi @ Hrubky steny Prevadzkovy Trhaci tlak Vakuum | Polomer ohybu min. Dizka kladky
tlak

(mm) (mm) (mm) (bar) (bar) (bar) (mm) (m)
INDU WAS 25-5 SD 1" 254 35 5,0 10,0 30 0,93 153 40
INDU WAS 32-5 SD 1.1/4" 32,0 42 5,0 10,0 30 0,93 192 40
INDU WAS 38-5 SD 1.1/2" 38,0 48 5,0 10,0 30 0,93 228 40
INDU WAS 45-5 SD 1.3/4" 44,5 55 5,0 10,0 30 0,93 267 40
INDU WAS 51-5.5 SD 2" 51,0 62 55 10,0 30 0,93 306 40
INDU WAS 63-6 SD 212" 63,5 75 6,0 10,0 30 0,93 381 40
INDU WAS 70-8 SD 2.3/4" 70,0 86 8,0 10,0 30 0,93 420 40
INDU WAS 76-6.56 SD 3" 75,0 89 7,0 10,0 30 0,93 458 40
INDU WAS 102-6.5 SD 4" 101,6 115 6,5 10,0 30 0,93 610 40
INDU WAS 127-8.5SD 5" 127,0 144 8,5 10,0 30 0,93 762 40
INDU WAS 152-8.5 SD 6" 152,4 169 8,5 10,0 30 0,93 915 40
INDU WAS 203-10.5SD 8" 203,2 224 10,5 10,0 30 0,93 1219 40
INDU WAS 254-16 SD 10" 254,0 275 16,0 10,0 30 0,93 1524 40

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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