INDU WAS

Hadica na priemyselnu vodu

HANSAVFLEX

Vlastnosti
Oblast' pouzitia

Zahradnictva, poinohospodarstvo
Oblast’ priemyslu a stavebnictva ako nizkotlakova
hadica

Vnatorna vrstva

Prirodny a synteticky guma

Vnatorna viozka

vysoko pevna synteticka textilna viozka

VonkajSia vrstva

synteticka guma, odolny voci poveternostnym
podmienkam

HiNSA-FLEy

WoUHAS o 10BAR

Farba Cierny
Teplota min. -25°C
Teplota max. 70 °C
Média Voda
Vzduch

Vyrobok
Oznacenie Vnutorny @ Vonkajsi @ Prevadzkovy tlak Trhaci tlak Polomer ohybu min. Dizka kladky

(mm) (mm) (bar) (bar) (mm) (m)
INDU WAS 25-5 1" 254 33 10,0 30 254 40
INDU WAS 28-5 - 28,0 38 10,0 30 280 40
INDU WAS 32-5.5 1.1/4" 32,0 43 10,0 30 210 40
INDU WAS 38-6 1.1/2" 38,0 50 10,0 30 250 40
INDU WAS 40-6.5 - 40,0 53 10,0 30 280 40
INDU WAS 45-7 1.3/4" 445 54 10,0 30 445 40
INDU WAS 50-7 2" 50,0 64 10,0 30 350 40
INDU WAS 60-7 - 60,0 74 10,0 30 400 40
INDU WAS 63-7 2.1/2" 63,5 74 10,0 30 635 40
INDU WAS 70-7 - 70,0 84 10,0 30 480 40
INDU WAS 75-7 3" 75,0 91 10,0 30 550 40
INDU WAS 80-8 - 80,0 96 10,0 30 600 40
INDU WAS 90-8 - 90,0 106 10,0 30 650 40
INDU WAS 102-7 4" 100,0 116 10,0 30 720 40
INDU WAS 110-9 - 110,0 128 10,0 30 1100 40
INDU WAS 127-9 5" 127,0 140 10,0 30 1270 40
INDU WAS 152-11 6" 150,0 170 10,0 30 1200 40
INDU WAS 203-11 8" 203,2 222 10,0 30 2032 20

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.

30.10.2025

HANSA-FLEX AG

www.hansa-flex.com



