HK EMDV
2/2-cestny magneticky sedlovy ventil EMDV HANSA[/ FLEX

Vlastnosti HK EMDY
Rozsah dodavky s cievkou, bez konektora : o v
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Prevadzkovy tlak  max. 350 bar

Poznamka
Pozor!
Ventily typu HKEMDV10NO1/NC1 nie su sedlové ventily

Pre ventily HKEMDV08***230AC pouzite prosim zastréku usmerfiovaca HKSP669
Utahovaci moment pre veikost ventilu 08 v hlinikovom plasti: 34 — 41 Nm
Utahovaci moment pre velkost ventilu 08 v ocelovom plasti: 47 — 54 Nm
Utahovaci moment pre velkost ventilu 10 v hlinikovom plasti: 47 — 54 Nm
Utahovaci moment pre velkost ventilu 10 v ocelovom plasti: 74 — 81 Nm
Ut'ahovaci moment pre velkost’ ventilu 12 v hlinikovom plasti: 74 — 81 Nm
Ut'ahovaci moment pre veikost' ventilu 12 v ocelovom plasti: 95 — 102 Nm

Vyrobok
Oznacenie Riadenie Objemovy A: priradeny plast’ pre Zavit k zaskrutkovaniu Vyho- Menovité Hmo-

prietok naskrutkovanie tovenie napatie / druh  tnost’

max. prudu

(L/min) (mm)
HK EMDV 08 N08 12DC  predradené 38,0 w7 279 3 HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B (1) 12VDC 0,36
HK EMDV 08 N08 24DC  predradené 38,0 w7 279 3 HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B (1) 24 VDC 0,36
HK EMDV 08 N08 230AC  predradené 38,0 w7 279 3 HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B (1) 230 VAC 0,36
HK EMDV 08 NC8 12DC  predradené 38,0 n1 29 w3 HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B (1) 12VDC 0,36
HK EMDV 08 NC8 24DC  predradené 38,0 n1 29 w3 HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B (1) 24 VDC 0,36
HK EMDV 08 NC8 230AC  predradené 38,0 nt 2re w3 HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B (1) 230 VAC 0,36
HK EMDV 08 NC3 12DC  priamoriadené 19,0 w7 279 w3 HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B (1) 12VDC 0,41
HK EMDV 08 NC3 24DC  priamo riadené 19,0 w7 279 3 HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B (1) 24 VDC 0,41
HK EMDV 08 NC3 230AC  priamo riaden¢ 19,0 7 279 3 HK GEH 38 C 0820 SAE 8/2 3/4"-16UNF-2B (1) 230 VAC 0,41
HKEMDV 10 NO1 12DC  priamo riaden¢ 30,0 32 325 42 HKGEH 38 C1020 SAE 10/2 7/8"-14UNF-2B  (2) 12 VDC 0,88
HK EMDV 10 NO124DC  priamoriadené 30,0 932 325 42 HK GEH 38 C1020 SAE 10/2 7/8"-14UNF-2B  (2) 24 VDC 0,88
HK EMDV 10 NO1 230AC  priamoriadené 30,0 932 325 42 HK GEH 38 C1020 SAE 10/2 7/8"-14UNF-2B  (2) 230 VAC 0,88
HK EMDV 10 NC112DC  priamoriaden¢ 30,0 932 325 42 HK GEH 38 C1020 SAE 10/2 7/8"-14UNF-2B  (2) 12VDC 0,88
HK EMDV 10 NC124DC  priamoriadené 30,0 932 325 42 HK GEH 38 C1020 SAE 10/2 7/8"-14UNF-2B  (2) 24 VDC 0,38
HK EMDV 10 NC1230AC  priamo riadené 30,0 32 325 42 HK GEH 38 C1020 SAE 10/2 7/8"-14UNF-2B  (2) 230 VAC 0,88
HK EMDV 12 N04 12DC  predradené  136,0 905 444 452 HKGEH12C1220/HK GEH 34 C1220  SAE 12/2 1.1/16™12UNF-2B  (2) 12 VDC 0,90
HK EMDV 12 N04 24DC predradené 136,0 905 444 452 HK GEH 12 C1220 / HK GEH 34 C1220  SAE 12/2 1.1/16"-12UNF-2B (2) 24 VVDC 0,90
HK EMDV 12 N04 230AC predradené 136,0 905 444 452 HK GEH 12 C1220 / HK GEH 34 C1220  SAE 12/2 1.1/16"-12UNF-2B (2) 230 VAC 0,90
HK EMDV 12 NC4 12DC  predradené 136,0 905 444 452 HKGEH 12C1220/HK GEH 34 C1220  SAE 12/21.1/16"-12UNF-2B (1) 12 VDC 0,90
HK EMDV 12 NC4 24DC predradené 136,0 20,5 444 452 HK GEH 12 C1220 / HK GEH 34 C1220  SAE 12/2 1.1/16"-12UNF-2B 1) 24 \VDC 0,90
HK EMDV 12 NC4 230AC predradené 136,0 20,5 444 452 HK GEH 12 C1220 / HK GEH 34 C1220  SAE 12/2 1.1/16"-12UNF-2B 1) 230 VAC 0,90

(1) bez nadzového ruéného ovladania — (2) s nudzovym ruénym ovladanim

PrisluSenstvo
Plast ventilu pre ventil na zaskrutkovanie
HK GEH 20 AL SAE 2-cestny hlinik

Plast’ ventilu pre ventil na zaskrutkovanie
HKGEH 20 GGG 5pF 2-cestny GGG40

Elektricka zastréka pre magneticku cievku
HK SP DIN 43650  p)\/'43650 / 1SO 4400

HK SP EMDV Cievka pre vloZku venitlu EMDV

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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