GAR ABS
Stierka, GAR HANSAVFLEX

Vlastnosti
Konstrukcia Stierag | i }
Rychlost kizania max. 0,5 m/s @ : @—j '+‘
Teplota min. -30°C '
Teplota max. 100 °C
Média Mineralne oleje Toleranz / Tolerance
Vodné emulzie d D L
Montaz lisuje sa do otvorenej drazky h1 | He "‘3130
Material (1) Puzdro: Ocel
(2) Stierka: 90° Shore A NBR
Pouzitie Hydraulika
Popis

Mala potreba miesta
ziadne prenikanie necistét cez vonkajsi kovovy krazok.
Jednoduché riesenie.

Pokyny pre objednanie
V pripade Specialnych prevadzkovych podmienok (kvapalina, teplota, tlak ...) sa prosim obratte na nas.
Mozny iny material: FPM

Vyrobok
Oznacenie d D: D \%
(mm) (mm) (mm) (mm)
GA 12 18-3-R 12 18,0 3,5 5,0
GA 14 20-3-R 14 20,0 3,5 5,0
GA 15 21-3-R 15 21,0 3,5 5,0
GA 16 22-3-R 16 22,0 3,5 5,0
GA 18 28-5-R 18 28,0 5,0 7,0
GA 20 30-5-R 20 30,0 5,0 7,0
GA 22 32-5-R 22 32,0 5,0 7,0
GA 25 35-5-R 25 35,0 5,0 7,0
GA 28 38-5-R 28 38,0 5,0 7,0
GA 30 40-5-R 30 40,0 5,0 7,0
GA 30 40-7-R 30 40,0 7,0 10,0
GA 32 42-5-R 32 42,0 5,0 7,0
GA 36 46-5-R 36 46,0 50 7,0
GA 40 50-5-R 40 50,0 5,0 8,0
GA 42 52-5-R 42 52,0 5,0 7,0
GA 45 55-5-R 45 55,0 5,0 7,0
GA 50 60-5-R 50 60,0 5,0 7,0
GA 55 65-5-R 55 65,0 50 7,0
GA 56 66-5-R 56 66,0 50 7,0
GA 60 70-5-R 60 70,0 5,0 7,0
GA 63 73-5-R 63 73,0 5,0 7,0
GA 65 75-5-R 65 75,0 5,0 7,0
GA 70 80-5-R 70 80,0 5,0 7,0
GA 75 83-7-R 75 83,0 7,0 10,0
GA 80 88-7-R 80 88,0 7,0 10,0
GA 80 90-7-R 80 90,0 7,0 10,0

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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