HK OEW BAK

Olejova vana pre hlinikovu nadrz typ BAK

HANSAVFLEX

Vlastnosti — HEK OEW BAK
Vyhotovenie s vnatornym mostikom pre montaz do nadrze ™ Lk B
bez péty x i :

Povrchova ochrana s praskovym nastrekom RAL 9006 hlinik - Sedy - -
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Popis

Zachytny objem = Uzito€ny objem nadrze

Version with special type plate and acceptance pursuant to §19 WHG (German Water Recources Act) available at additional charge on request

Vyrobok

Oznacenie B B1 \Y D L1 Hmotnost’
(mm) (mm) (mm) (mm) (mm) ()

HK OEW BAK RA30 400 176 160 550 326 20,1

HK OEW BAK RA44 500 241 160 600 341 26,2

HK OEW BAK RA70 580 283 160 730 423 30,6

HK OEW BAK RA130 770 397 210 920 577 59,0

tvori prisluSenstvo pre nasledujice produkty
HK BAK RA Hydraulicky zasobnik BAKRA

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.

17.01.2026 HANSA-FLEX AG

www.hansa-flex.com 1



