FIHD E MP
Filtracna vlozka pre vysokotlakovy filter MP HANSA[/FLEX

Vlastnosti FIHDEMP
Blok popisu Ap max. 20 bar —RE
Teplota min. -25°C —ig
Teplota max. 120 °C

Material Tesnenie: NBR

Prevadzkovy tlak  max. 210 bar

L s

Vyrobok
Oznacenie Jemnost filtra Plocha filtra Filter material Hmotnost’

(Hm) (cm2) (kg)
FI HD E MP 0078 A10 10,0 300 80 anorganicky 76,5 52,0 24,0 0,21
FI HD E MP 0086 A05 5,0 399 34 anorganicky 86,0 45,0 25,4 0,20
FI HD E MP 0086 A10 10,0 399 60 anorganicky 86,0 45,0 25,4 0,20
FI HD E MP 0114 A05 5,0 550 58 anorganicky 114,0 45,0 25,4 0,30
FI HD E MP 0114 A10 10,0 550 95 anorganicky 114,0 45,0 25,4 0,30
FI HD E MP 0210 A05 5,0 1069 100 anorganicky 210,0 45,0 254 0,42
FI HD E MP 0210 A10 10,0 1069 100 anorganicky 210,0 45,0 254 0,42
FI HD E MP 0234 A05 5,0 1672 200 anorganicky 234,0 51,0 27,1 0,60
FI HD E MP 0234 A10 10,0 1672 200 anorganicky 234,0 51,0 27,1 0,60
FI HD E MP 0236 A05 5,0 2943 350 anorganicky 236,0 78,0 40,2 1,30
FI HD E MP 0236 A10 10,0 2943 350 anorganicky 236,0 78,0 40,2 1,30

Qmax - max. objemovy prietok

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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