K-FLAMM SCHLAUCH
Flame tube HANSAVFLEX

Vlastnosti

Oblast pouZitia  welding equipment
welding robots
welding machines
Welding Related areas

Farba Cierny
Teplota min. -40 °C
Teplota max. 90 °C

Dodato&né informéacie

- Flame retardant according to

uL94 v2/vo

- Welding-spark resistant

- Halogen-free according to EN 50267-2-1
(complies with IEC 60754-1)

- LABS free (free from paint-adhesion
inhibiting substances)

- UV-resistant

- can be used with drag chains

- flexible

- resistant to bending

- very good wear resitance

- plasticiser free

Vyrobok

Oznacenie Vnutorny @  VonkajSi @  Hrabky steny  Polomer ohybu min. Max. working pressure resistance at 23°C Dizka kladky
(mm) (mm) (mm) (mm) [CED) (m)

K-07101327 2,0 4,0 1,0 7 27 50

K-07101328 4,0 6,0 1,0 8 20 50

K-07101329 4,0 8,0 2,0 9 23 50

K-07101330 6,0 10,0 2,0 15 21 50

K-07 101331 8,0 12,0 2,0 26 18 50

K-07101332 10,0 14,0 2,0 38 13 50

K-07101333 11,0 16,0 2,5 65 15 50

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
07.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



