K-DMUF GENAUIGKEIT 0,2%

Pressure transmitters, accuracy 0.2% of span

HANSAVFLEX

Vlastnosti
Typ S-10
Napatie Non-stabilised 10/30 V DC voltage

Elektrické pripojenie

With right-angle connector acc. to DIN EN
175301-803 A

Krytie IP 65 acc. to EN 60529
Vystupny signal 4 to 20 mA, 2-wire
Nelinearita 0.2% of span

Teplota média

-30 °C to +100 °C

Teplota okolia

-20°Cto +80 °C

Casti dotykajtice sa meranej latky

CrNi steel 1.4571

Kryt

CrNi steel 1.4571

Popis

Standard type for universal applications. Suitable for electronic pressure measurements in the low and high-pressure ranges.

Dodato¢né informacie

Further measuring ranges on request
Pressure converter with flush-mounted membrane for measuring highly viscous and crystalline media on request.

Vyrobok

Oznacenie Rozsah merania Zavit
K- 07 20 10 30 -1/0.0 bar G1/2
K- 07 20 10 31 0-0.25 bar G1/2
K- 07 20 10 32 0-0.4 bar G1/2
K- 07 20 10 33 0-1.0 bar G1/2
K- 07 20 10 34 0-4.0 bar G1/2
K- 07 20 10 35 0-6.0 bar G1/2
K- 07 20 10 36 0-10.0 bar G1/2
K- 07 20 10 37 0-16.0 bar G1/2
K- 07 20 10 38 0 - 25.0 bar G1/2
K- 07 20 10 39 0 - 40.0 bar G1/2
K- 07 20 10 40 0-60.0 bar G1/2
K- 07 20 10 41 0-100.0 bar G1/2
K- 07 20 10 42 0-160.0 bar G1/2
K- 07 20 10 43 0 -250.0 bar G1/2
K- 07 20 10 44 0 -400.0 bar G1/2
K- 07 20 10 45 0 -600.0 bar G1/2

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.

22.07.2025

HANSA-FLEX AG

www.hansa-flex.com 1



