K-LKS 5 UWB
Stems and plugs DN 5 HANSA[/FLEX

Vlastnosti

Prevadzkovy tlak 0 - 35 bar, maximum static working pressure (non- 3 Bk
pulsating) R Ry e

Prietok vzduch 560 I/min (at 6 bar and Ap = 0.5 bar)
Teplota média -20 °C to +100 °C

Material Mosadz

Poznamka
Dalsie Gdaje na vyZiadanie.

Vyrobok
Oznacenie Definicia Farba SW
(mm)
K- 07 35 01 54 Stem, I.D. 6 zelena -
K- 07 35 01 55 Stem, I.D. 6 Brown -
K- 07 35 01 56 Stem, I.D. 6 modra -
K- 07 35 01 57 Stem, I.D. 6 cervena -
K- 07 35 01 58 Plug G 1/8 male zelena 17
K- 07 35 01 59 Plug G 1/4 male zelena 17
K- 07 35 01 60 Plug G 1/8 female zelena 17
K- 07 35 01 61 Plug G 1/4 female zelena 17
K- 07 35 01 62 Plug G 1/8 male Brown 17
K- 07 35 01 63 Plug G 1/4 male Brown 17
K- 07 35 01 64 Plug G 1/8 female Brown 17
K- 07 35 01 65 Plug G 1/4 female Brown 17
K- 07 35 01 66 Plug G 1/8 male modra 17
K- 07 35 01 67 Plug G 1/4 male modra 17
K- 07 35 01 68 Plug G 1/8 female modra 17
K- 07 35 01 69 Plug G 1/4 female modra 17
K- 07 3501 70 Plug G 1/8 male Cervena 17
K- 07 3501 71 Plug G 1/4 male Cervena 17
K- 07 350172 Plug G 1/8 female cervena 17
K- 07 350173 Plug G 1/4 female Cervena 17

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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