K-DRS

Pressure switch

HANSAVFLEX

Vlastnosti

Pripojka merané médium G 1/8 male and M 5 female
Vystupny signal 2 x digital

Konstrukcia PNP

Elektrické pripojenie

Male connector M8, four pin

Hysterézia Adjustable: 0 to 100% of set value or
comparator mode

Média Non-aggressive gases. dry, oil-free air

Ukazovatel nameranej hodnoty ~ 3-dligit 7-segment LED

Schopnost’ spinania 180 mA

Prikon pridu 55 mA

Rozsah tepl6t 0-50°C

Kryt Polycarbonate

Ukazovatel stavu 2 xLED

Poznamka

Dalsie Gdaje na vyZiadanie.

Popis

Universal electronic pressure switch for safety monitoring, optimisation of cycle times and regulation circuits. <br>lts small size and low weight

permit installation in handling systems directly at the point of use.

Vyrobok

Oznacenie

G1 vonkajsi

G2 vnutorny

G3 vonkajsi
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Rozsah merania

Napatie

K- 07 45 01 32 G1/8 M5 M8x1

0-10 bar

10.8-30V DC

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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