K-DV 1
Bidirectional flow control valves HANSA[/FLEX

Vlastnosti
Prevadzkovy tlak  max. 10 bar

Prevadzkova teplota max. +70 °C

e —

H
vnutorné diely Brass % —;%‘_
Tesniaci materidl  NBR | I
M = —— '. —a F i ofcf=
Kryt Alu eloxed |
A c
Poznémka

Dalsie Gdaje na vyZiadanie.

Popis

Straight-way valves with restricted flow in both directions.

Vyrobok

Oznacenie Zavit : Rozmer H

K- 07 30 12 43 G1/8 34,0 16,0 24,0 M 12 x 0.75 mm 15,0 4,5 16,4 15
K- 07 30 12 44 G 1/4 50,0 25,0 35,0 M 18 x 1.5 mm 24,0 6,5 23,8 22
K- 07 30 12 45 G 3/8 58,0 25,0 40,0 M 18 x 1.5 mm 24,0 6,5 25,3 22
K- 07 30 12 46 G1/2 65,0 30,0 50,0 M 22 x 1.5 mm 29,0 6,5 33,0 26

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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