K-DRS ELK ANSCHLUSS M VAKUUM
Pressure switches, electrical connection M 12 x 1 HANSA[/FLEX

Vlastnosti
Oblast’ pouzitia Pneumatic applications

Frekvencia spinania  200/min.

Spinacie napétie max. 250 VAC /28 V DC

B

Rozsah nastavenia -0.85/+1 bar H
Krytie IP 65 (DIN 43650), IP 67 (M 12 x 1) A

e
Rozsah tepl6t -10 °C to +80 °C —

nastavovacia hlavica ~ Aluminium, powder-coated

Kryt Special die-cast material ﬁ
membrana, tesnenie  Perbunan '

Poznamka
Dalsie Gdaje na vyziadanie.

Popis
For converting pneumatic to electrical signals. Designed for use in rough vacuum applications (technical vacuum). Universal switch type, suitable as
NC, NO or changeover contact. These devices are free from paint-wetting impairment substances (PWIS).

Vyrobok

Oznacenie Pripojka A B
(mm) (mm)

K- 07 30 28 52 Priruba 48,0 28,0

K- 07 30 28 54 G 1/4 48,0 28,0

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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