K-BKR ANSCHWEISS VA
Ball valves HANSAVFLEX

Vlastnosti

Prevadzkovy tlak  max. 70 bar (depending on temperature and
nominal size)

1.1/4" to 1.1/2" 20 °C: 70 bar, 60 °C: 55 bar, 100 °C: 35 bar, 150 °
C: 6 bar, 180 °C: 4 bar, 200 °C: 0 bar

1/4" bis 1" 20 °C: 70 bar, 60 °C: 65 bar, 100 °C: 45 bar, 150 °
C: 7 bar, 180 °C: 4 bar, 200 °C: 0 bar

2" 20 °C: 60 bar, 60 °C: 40 bar, 100 °C: 30 bar, 150 °

C: 5 bar, 180 °C: 4 bar, 200 °C: 0 bar
Prevadzkova teplota 200 °C at 0 bar

tesnenie 15 % RPTFE (glass fibre reinforced PTFE)
ruéna paka Stainless steel 1.4301
Poznamka

G thread acc. to DIN EN ISO 228-1, with ISO flange plate (acc. to ISO 5211)
Dalsie Gdaje na vyZiadanie.

Dodatoéné informacie
With I1SO flange plate (acc. to ISO 5211)

Vyrobok
Oznacenie DN A: B D Material
(mm) (mm) (mm)

K- 07 30 14 78 12 123,0 74,0 70,0 Stainless steel 1.4401/1.4408
K- 07 30 14 79 13 123,0 74,0 70,0 Stainless steel 1.4401/1.4408
K- 07 30 14 80 15 123,0 74,0 75,0 Stainless steel 1.4401/1.4408
K- 07 30 14 81 20 123,0 78,0 90,0 Stainless steel 1.4401/1.4408
K- 07 30 14 82 25 152,0 90,0 100,0 Stainless steel 1.4401/1.4408
K- 07 30 14 83 32 152,0 94,0 110,0 Stainless steel 1.4401/1.4408
K- 07 30 14 84 40 182,0 110,0 125,0 Stainless steel 1.4401/1.4408
K- 07 30 14 85 50 182,0 118,0 150,0 Stainless steel 1.4401/1.4408

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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