K-3 BKR STELLANTR D L MS
Brass ball valves, 3-way, with double-acting actuator, L-bore HANSA[/ FLEX

Vlastnosti

a

Konstrukcia Pneumatic actuators, in double- or single ) _[_ﬂ- )
acting version, with integrated end-position T
feedback :f'|' sk i

Otvor Tvar L ' o | m

Prevadzkova teplota  -20 °C to +70 °C |

Uhol otocenia 90° L

Riadiaci tiak 5.5 bar . jre -1

Adaptér ventila Supplied as standard U}'_—-.Lr__ 5 ||;_ 2

pohon aluminium eloxed L

tesnenie pohonu NBR

gulovy kohut Chrome-plated brass, with ISO-flange plate

Tesnenie gulového kohlta ~ PTFE/FKM

Poznamka
G thread acc. to DIN EN ISO 228-1, with ISO flange plate (acc. to ISO 5211)
DalSie Gidaje na vyZiadanie.

Popis

3-way cock, L-bore, full bore

Dodatoéné informacie
Other T-positions on request

Vyrobok

Oznacenie Poloha PN (bar)

K- 07 30 02 84 15 Rp 1/2 L 40 116,0 133,0 20,0 64,5 25
K- 07 30 02 85 20 Rp 3/4 L 40 116,0 137,0 24,0 76,0 31
K- 07 30 02 86 25 Rp 1 L 40 116,0 141,5 30,0 97,0 41
K- 07 30 02 87 32 Rp 1 1/4 L 40 133,0 165,5 37,0 118,0 55
K- 07 30 02 88 40 Rp11/2 L 25 137,0 181,5 43,0 135,0 55
K- 07 30 02 89 50 Rp 2 L 25 161,0 204,0 56,0 157,0 67

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
03.11.2025 HANSA-FLEX AG www.hansa-flex.com 1



