K-RD DURCHGANGSFORM
Unidirectional valves HANSA[/FLEX

Vlastnosti
Prevadzkovy tlak  Max. 16 bar

Teplota média max. +180 °C

Otvaraci tlak min. 0.4 to 0.5 bar (size G 1/4 to 1/2 inch); min. 0.1
bar (for size 3/4 to G 1)

Teplota okolia Max. +180 °C

Tesniaci material FKM

Kryt Brass

Poznamka
Dalsie Gdaje na vyZiadanie.

Vyrobok
Oznadenie ZAavit Dizka SW
(mm) (mm)
K- 07 30 24 48 G 1/4 female 53,0 19
K- 07 30 24 49 G 3/8 female 54,0 19
K- 07 30 24 50 G 1/2 female 63,0 24
K- 07 30 24 51 G 3/4 female 58,0 36
K- 07 30 24 52 G 1 female 68,5 46
K- 07 30 24 43 G 1/4 male 53,5 19
K- 07 30 24 44 G 3/8 male 54,0 19
K- 07 30 24 45 G 1/2 male 68,0 24
K- 07 30 24 46 G 3/4 male 77,0 36
K- 07 30 24 47 G 1 male 82,0 46

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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