K-HOCHLEIST SCHALLDAEMP
High-performance silencers HANSA[/FLEX

Vlastnosti

G
Prevadzkové teplota  -10 °C to +90 °C - A
Montazna poloha  Any
[imi] .
Protitlak (vstup) Max. 6 bar i : s
Material Steel housing powder coated, perforated sheet 52 B
galvanized steel, polyester felt discs I/taudruck.s = Ermm I
Lﬂrg-p‘rz::'ruen ﬁ L 1m.n
ek Pressule
i L1 LU ' )

G

Poznamka
Dalsie Gdaje na vyZiadanie.
Popis
Multi-chamber silencers with a high blow-off rate, short exhaust time and excellent silencing effect.
Vyrobok
Oznacenie Prietok 6bar Zavit A: B C

(mm) (mm) (mm)
K- 07 40 14 31 13350 I/min G1/2 14,0 103,0 80,0
K- 07 40 14 32 16700 I/min G 3/4 16,0 106,0 80,0
K- 07 40 14 33 23350 I/min G1 18,0 130,0 110,0
K- 07 40 14 34 31700 I/min G11/4 20,0 136,0 110,0
K- 07 40 14 35 53400 I/min G11/2 24,0 168,0 150,0
K- 07 40 14 36 56700 I/min G2 24,0 168,0 150,0

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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