K-XV AGM
Double nipples, parallel male thread HANSA[/FLEX

Vlastnosti L1

Pracovny tlak  Max. 20 bar * -
Material Usiachtila ocel 1.4571 | |
Poznamka

The dimensions of the standard screw fittings may change slightly during the life of the catalogue as a result of optimisation processes.
Dalsie Gidaje na vyziadanie.

Dodato&né informacie
Further types and dimensions on request.

Vyrobok
Oznadenie Zavit 1 Zavit 2 L1 L2 SW
) (mm)
K- 07 40 11 98 M5 M5 13,0 8,0 7 mm
K- 07 40 11 99 M5 G 1/8 17,0 12,0 14 mm
K- 07 40 12 00 M5 G 1/4 21,0 14,0 17 mm
K- 07 40 11 95 G 1/8 G1/8 21,0 13,0 14 mm
K- 07 40 11 97 G 1/8 G 1/4 22,0 14,0 17 mm
K- 07 40 11 96 G1/8 G 3/8 25,0 16,0 19 mm
K- 07 40 12 01 G 1/4 G 1/4 23,0 14,0 17 mm
K- 07 40 12 03 G 1/4 G 3/8 24,0 15,0 19 mm
K- 07 40 12 02 G 1/4 G1/2 27,0 18,0 24 mm
K- 07 40 12 04 G 3/8 G 3/8 25,0 15,0 19 mm
K- 07 40 12 06 G 3/8 G112 27,0 17,0 24 mm
K- 07 40 12 05 G 3/8 G 3/4 36,0 24,0 32 mm
K- 07 40 12 07 G 12 G112 29,0 17,0 24 mm
K- 07 40 12 09 G1/2 G 3/4 33,0 21,0 32 mm
K- 07 40 12 08 G1/2 G1 40,0 24,0 36 mm
K- 07 40 12 12 G 3/4 G 3/4 33,0 21,0 32 mm
K- 07 40 12 10 G 3/4 G1 40,0 24,0 36 mm
K- 07 40 12 11 G1 G1 42,0 26,0 36 mm

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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