K-BEFUELLEINHEIT 24VDC HANSA

Filling units, electrically operated, with 24 VDC / 2.5 W solenoid,
adjustable filling time

HANSAVFLEX

Vlastnosti
Vstupny tlak

2-10 bar

Rozsah teplot

-10°Cto +50 °C
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Média Tlakovy vzduch :

Vykon pritishnutia striedavé nepétie 50Hz 2 2 \/A

Trvanie zapnutia ED 100 % B X - —L N
Elektrické pripojenie Connector type C, ISO 15217, 2 poles 5 1 /+\ ,+.\ l|
Pridrzny vykon striedavé napatie 50Hz :ZEVA ‘ - - I |

Prikon DC 25W

Krytie IP 65

Pripojovaci zavit

Material: Die-cast zinc

Kryt

Material: Grivory® (PA 66)

Meranie prietoéného mnozstva

At P2 = 6 bar, pressure drop Ap =1
bar

Poznamka
DalSie Gidaje na vyZiadanie.

Popis

The filling unit protects devices connected downstream by ensuring a gradual build-up of pressure. The unit consists of a 3/2-way valve and a filling
valve (start-up valve). It is connected and disconnected by means of the 3/2-way valve. The filling time can be altered by turning the adjusting

screw.

Pokyny pre objednanie

Filling units are also available with coil 110 V AC, 50 Hz and in a pneumatically operated version. Please ask for more information.

Vyrobok
Oznacenie Odbocka Prietok
(L/min)

K- 07 25 10 99 G1/4 1/4 1300 104,0 117,8 mm 84,8 33,0
K- 07 25 11 00 G 3/8 1/4 1300 104,0 117,8 mm 84,8 33,0
K- 07 2511 25 G 3/8 1/2 3400 126,0 150,3 mm 93,8 56,5
K- 07 25 11 26 G1/2 1/2 3400 126,0 150,3 mm 93,8 56,5
K- 07 25 11 47 G 3/4 1/2 8750 170,0 177,7 mm 110,7 67,0
K- 07 25 11 48 G1 1/2 8750 170,0 177,7 mm 110,7 67,0

Prislusenstvo
K-SCHALLDAE SINTERBR S

Silencers, sintered bronze, slotted

K-SCHALLDAE SINTERBR GE MS$1

Silencers, sintered bronze, with brass hexagon nut and brass thread

Nahradné diely

Holder
K-HALTERBAUSATZ HANSA HANSA

Replacement
K-VORSTEUERVENTIL HANSA  solenoid

HANSA
K-GERAETESTECKER FORM C  Connector

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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