K-FI REGL PC-BEHAEL S MANO HANSA
Filter regulators HANSA[/FLEX

Vlastnosti A
Vstupny tlak 1.5- 16 bar [ [
Vystupny tlak 0.5 - 8 bar c
Rozsah teplét -10 °C to +50 °C |
Média Tlakovy vzduch # '
Jemnost filtra 5,00 ym B

Pripojovaci zavit Material: Die-cast zinc

Zasobnik Polycarbonate (with bayonet lock)

filtraéna viozka Cellpor (PE)

Kryt Material: Grivory® (PA 66) >

Membrana NBR

Spotreba vlastného vzduchu ~ Max. 1.5 I/min (depending on secondary
pressure)

Meranie prieto€ného mnozstva At P1 = 10 bar, P2 = 6.3 bar and pressure
drop Ap = 1 bar

Poznamka
DalSie Gidaje na vyZiadanie.

Popis

Filter regulators with excellent flow rates in modern design. The regulator knob can be latched and locked.

Pokyny pre objednanie

The price does not include a key lock. Please order separately.

Vyrobok
Oznacenie Prietok : Velkost Vypustanie kondenzatu
(L/min)

K- 07 25 06 57 G 1/4 2200 52,0 225,0 mm 95,5 - Semi
K- 07 25 06 58 G 3/8 2600 52,0 225,0 mm 95,5 - Semi
K- 07 25 06 59 G 3/8 4300 63,0 257,0 mm 110,0 - Semi
K- 07 25 06 60 G1/2 5200 63,0 257,0 mm 110,0 - Semi
K- 07 25 06 53 G 3/4 14000 85,0 329,0 mm 137,0 - Semi
K- 07 25 06 54 G1 14000 85,0 329,0 mm 137,0 - Semi
K- 07 25 06 61 G 1/4 2200 52,0 243,0 mm 95,5 - Auto
K- 07 25 06 62 G 3/8 2600 52,0 243,0 mm 95,5 - Auto
K- 07 25 06 63 G 3/8 4300 63,0 274,0 mm 110,0 - Auto
K- 07 25 06 64 G 1/2 5200 63,0 274,0 mm 110,0 - Auto
K- 07 25 06 55 G 3/4 14000 85,0 343,0 mm 137,0 4 Auto
K- 07 25 06 56 G1 14000 85,0 343,0 mm 137,0 4 Auto

PrisluSenstvo
K-STECKSCHLOSS Key lock

Néhradné diely
K-HALTERBAUSATZ HANSA Holder HANSA

~ Spare tank HANSA
K-ERSATZBEHAELTER HANSA POLY polycarbonat

K-SCHALTTAFELMUTTER HANSA Nut HANSA
K-FILTERELEMENT Filter element
K-DICHTSATZ HANSA Set of seals HANSA

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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