K-3/2-BKR HANSA
Ball valves HANSAVFLEX

Vlastnosti A

Vstupny tlak 0-16 bar -

Rozsah teplot -10 °C to +50 °C l I;LJ\_I J

Média Tlakovy vzduch T

Pripojovaci zavit Material: Die-cast zinc 5, C

Kryt Material: Grivory® (PA 66) T . |

Meranie prietoéného mnozstva At P2 = 6 bar, pressure drop Ap = 1 bar B J ’ '
NN

Poznamka
Dalsie Gdaje na vyZiadanie.

Popis

Closable ball valve in 3/2-way design, mechanically actuated. Toggle 90° rotatable and with switch position indicator: Traverse: Inlet port blocked -
outlet port exhausted

Longitudinal: Inlet port and outlet port connected - exhaust blocked. Exhaust air can be collected.

Dodato&né informacie
The price does not include a padlock. Please order separately.

Vyrobok

Oznacenie Zavit Odbocka Prietok A: B ©

(L/min) (mm) (mm)
K- 07 25 11 23 G 1/4 1/4 1900 52,0 87,5 mm 54,5
K- 07 25 11 24 G 3/8 1/4 1900 52,0 87,5 mm 54,5
K- 07 25 11 43 G 3/8 1/2 11000 63,0 127,0 mm 70,5
K- 07 25 11 44 G1/2 1/2 11000 63,0 127,0 mm 70,5
K- 07 25 11 45 G 3/4 3/4 25000 85,0 144,7 mm 93,7
K- 07 25 11 46 G1 3/4 25000 85,0 144,7 mm 93,7

Prislusenstvo
K-VORHAENGESCHLOSS  Padlock

Néahradné diely
K-HALTERBAUSATZ HANSA  Holder HANSA

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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