K-PRAEZI DRUCKREGLER MULTIFIX
Precision pressure regulators HANSA[/FLEX

Vlastnosti

Vstupny tlak Max. 16 bar
Teplota média max. 60 °C
Teplota okolia Max. 60 °C
Tesniaci materidl NBR

kryt pruziny POM-brass
Kryt Die-cast zinc

Spotreba vlastného vzduchu 2.6 I/min, depending on secondary pressure

Meranie prietoéného mnozstva At P1 = 8 bar, P2 = 6 bar and pressure drop
Ap =1 bar

Poznamka
Dalsie Gidaje na vyziadanie.

Popis
Diaphragm pressure regulators, independent of inlet pressure, with self-relieving designand very high flow rate. The pressure setting can be locked by
pushing the button down.

Pokyny pre objednanie

Lockable precision pressure regulators available on request

Vyrobok
Oznacenie Rozsah regulacie Prietok : : Velkost
(L/min)

K- 07 25 00 37 G1/4 0.1 -3 bar 1500 47,8 94,8 mm 67,0 27,8 6 1

K- 07 25 00 38 G1/4 0.2 - 6 bar 1500 47,8 94,8 mm 67,0 27,8 6 1

K- 07 25 00 36 G 1/4 0.5-10 bar 1500 47,8 94,8 mm 67,0 27,8 6 1

K- 07 25 00 40 G1/2 0.1 -3 bar 6000 68,8 134,1 mm 99,0 35,1 15 2

K- 07 25 00 41 G1/2 0.2 - 6 bar 6000 68,8 134,1 mm 99,0 35,1 15 2

K- 07 25 00 39 G1/2 0.5 - 10 bar 6000 68,8 134,1 mm 99,0 35,1 15 2

Nahradné diely

K-HALTERBAUSATZ Holder
K-SCHALTTAFELMUTTER Nut
K-HALTERBAUSATZ MULTIFIX Holder
K-KOPPELPAKET MEHR Coupling packet
K-KOPPELPAKET SCHMA Coupling packet
K-VERSCHLEI-SATZ Set of wearing parts

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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