K-FI PC-BEHAEL H ABLV MULTIFX MINI
Filters with polycarbonate bowl and semi-automatic drain valve HANSA[/FLEX

Vlastnosti e s
Vstupny tlak Max. 16 bar (polycarbonate bowl), Max. 20 ‘|‘ ﬂ

bar (metal bowl) |
Teplota média max. 60 °C T T
Teplota okolia Max. 60 °C B
Prietok 1000 I/min e
Velkost pérov vo filtratnej viozke 5 ym
Kryt Die-cast zinc
Drain valve Semi-automatic ——"IE '

Meranie prietoéného mnozstva At P2 = 6 bar and pressure drop Ap = 1 bar

Poznamka

If several devices in the »multifix-mini« Series are assembled together, the maximum working pressure is 12 bar.
Dalsie tdaje na vyziadanie.

Popis

Centrifugal separators with a sintered filter element.

Vyrobok

Oznacenie

K- 07 25 00 42 G 1/8 40,0 114,8 mm 12,3 102,5 5 0
K- 07 25 00 44 G 1/4 40,0 114,8 mm 12,3 102,5 5 0

Néahradné diely

K-AUTOMAT ABLASSVENTIL Automatic drain
K-KOPPELPAKET MEHR Coupling packet
Spare tank

K-ERSATZBEHAELTER MULTI MINI »multifix-mini« &
»standard-mini«

K-PC-BEHAELTER FILTER MULTIFIX f"?gr’carbonate tank

K-FILTERELEMENT Filter element

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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