K-DRG VARIOBLOC
Pressure regulators HANSA[/FLEX

Vlastnosti A
Vstupny tlak Max. 25 bar
Teplota média max. 50 °C
Teplota okolia Max. 50 °C
Tesniaci material NBR
kryt pruziny POM B
Kryt Die-cast zinc
Membrana NBR | C
Meranie prietoéného mnoZstva At P1 = 10 bar, P2 = 6 bar and pressure
drop Ap = 1 bar -

Poznamka
Dalsie Gidaje na vyziadanie.

Popis

Reversible diaphragm pressure regulators, independent of inlet pressure, with self-relieving design. The pressure setting can be locked by pushing the
knob down. Approved series in modern industrial design, with the following key benefits: Simple handling, Convenient modular assembly thanks to
innovative fasteners, Excellent flow values.

Pokyny pre objednanie

Pressure regulators are also available in lockable version. Please ask for more information.

Vyrobok
Oznacenie Rozsah regulacie Prietok
(L/min)

K- 07 2504 18 G 1/4 0.5 - 6 bar 2000 48,0 98,0 mm 26,0
K- 07 25 04 19 G1/4 0.5 - 10 bar 2000 48,0 98,0 mm 26,0
K- 07 25 04 20 G1/4 0.5 - 16 bar 2000 48,0 98,0 mm 26,0
K- 07 25 04 21 G 3/8 0.5- 6 bar 3200 48,0 98,0 mm 26,0
K- 07 25 04 22 G 3/8 0.5 - 10 bar 3200 48,0 98,0 mm 26,0
K- 07 25 04 23 G 3/8 0.5 - 16 bar 3200 48,0 98,0 mm 26,0
K- 07 25 04 24 G1/2 0.5 - 6 bar 7000 70,0 134,0 mm 32,5
K- 07 25 04 25 G1/2 0.5 - 10 bar 7000 70,0 134,0 mm 32,5
K- 07 25 04 26 G1/2 0.5 - 16 bar 7000 70,0 134,0 mm 32,5
K- 07 25 04 27 G 3/4 0.5 -6 bar 8000 70,0 134,0 mm 32,5
K- 07 25 04 28 G 3/4 0.5- 10 bar 8000 70,0 134,0 mm 32,5
K- 07 25 04 29 G 3/4 0.5 - 16 bar 8000 70,0 134,0 mm 32,5
K- 07 25 04 30 G1 0.5 - 6 bar 8000 124,0 134,0 mm 32,5
K- 07 25 04 31 G1 0.5 - 10 bar 8000 124,0 134,0 mm 32,5
K- 07 25 04 32 G1 0.5 - 16 bar 8000 124,0 134,0 mm 32,5

Nahradné diely
K-VERSCHLEI-SATZ VARIOBLOC  Set of wearing parts

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
05.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



