K-FI PC-BEHAELTER VARIOBLOC

Filters with polycarbonate bowl

HANSAVFLEX

Vlastnosti

Vstupny tlak
bar (metal bowl)

Max. 16 bar (polycarbonate bowl), Max. 20

Teplota média max. 50 °C

Teplota okolia

Max. 50 °C (polycarbonate bowl), Max.
80 °C (metal bowl)

Velkost pérov vo filtraénej viozke 40 pm
Tesniaci material NBR

Kryt Die-cast zinc
Drain valve Manual

Meranie prietoéného mnozstva
bar

At P1 =6 bar and pressure drop Ap =1

Poznamka
DalSie Gidaje na vyZiadanie.

Popis

Centrifugal separators with a sintered filter element.Filtration takes place in a 2-stage process comprising cyclone separation (condensate) and a PE
filter element (particles). <br>Approved series in modern industrial design, with the following key benefits: Simple handling, Convenient modular
assembly thanks to innovative fasteners, Excellent flow values.

Pokyny pre objednanie

Filters are also available with bowl guard or metal bowl.

Vyrobok

Oznacenie Zavit Prietok A: B C
(L/min) (mm) (mm)

K- 07 25 06 25 G1/4 1800 48,0 155,0 mm 22,0

K- 07 25 06 27 G 3/8 2000 48,0 155,0 mm 22,0

K- 07 25 06 29 G1/2 3200 70,0 202,0 mm 26,0

K- 07 25 06 31 G 3/4 3500 70,0 202,0 mm 26,0

K- 07 25 06 33 G1 3500 124,0 202,0 mm 26,0

Néahradné diely
K-ERSATZBEHAELTER VARIOBLOC POLY

Spare tank Polycarbonat

K-FILTERELEMENT VARIOBLOC

Filter element

K-ABLASSVENTIL AUTO

Fully-automatic drain valve with Adapter G 1/8

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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