K-DV STECK B SCHLITZ

Bidirectional flow control valves, air restriction at both ends (»B«),

olug.n connector HANSAVFLEX

Vlastnosti c
Prevadzkovy tlak max. 10 bar

Rozsah teplot 0°Cto+70°C

duté skrutka, oto&né rameno, reguladna skrutka Nickel-plated brass lJ " —I_l
vnutorné diely Brass with a bare metal surface

Tesnenie hubice O-krazok NBR B

tesnenia (nestratiteiné) Polyamide (glass fibre-reinforced)

Poznamka

Dalsie Gdaje na vyZiadanie.

Popis
For regulation of a cylinder piston speed at both ends and control of flow rates. Designed as a banjo-type valve with a hollow bolt and ring piece for
mounting directly. Compact type of construction, also ideal where space is restricted.

Vyrobok
Oznacenie C pre hadicu Zavit SW B
[(l)] (mm)
K- 07 15 05 01 18,6 4 mm M5 8 mm 24,5
K- 07 15 05 02 21,7 6 mm M5 8 mm 24,5
K- 07 15 05 06 20,6 4 mm G 1/8 14 mm 32,0
K- 07 15 05 07 22,7 6 mm G 1/8 14 mm 32,0
K- 07 15 05 08 23,7 8 mm G 1/8 14 mm 32,0
K- 07 15 05 04 24,2 6 mm G 1/4 17 mm 40,0
K- 07 15 05 05 24,7 8 mm G1/4 17 mm 40,0
K- 07 15 05 03 26,8 10 mm G1/4 17 mm 40,0
K- 07 15 05 09 28,8 10 mm G 3/8 20 mm 50,0

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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