
K-DAZ
Pressure indicators, pipe - pipe

Napriek čo najstarostlivejšej kontrole nemôžeme vylúčiť chyby a nepreberáme žiadnu záruku za zahrnuté údaje.
17.12.2025 HANSA-FLEX AG www.hansa-flex.com 1

Vlastnosti
Prevádzkový tlak 2 - 10 bar
Rozsah teplôt -20 °C to +60 °C
teleso Technopolymer
vnútorné diely nickel-plated brass, brass, \ntechnopolymer,

stainless steel
Tesniaci materiál NBR
Montáž Wall mounting (housing with drilled holes)

Bracket mounting (mounting bracket available)
Panel mounting (with bracket or lock nut)

Symbol on the housing

Poznámka
Ďalšie údaje na vyžiadanie.

Popis
A carefully selected assortment of products for installation in pneumatic circuits. These small, highly efficient components allow all pneumatic
functions to be implemented anywhere in the circuit. The series has an ultramodular design. <br>All components can be installed In parallel, In
series, In a mixed parallel / serial configuration. Available as Pipe / pipe connection with two plug connectors Thread / pipe connection, with one
plug connector and one nickel-plated brass thread.

Výrobok
Označenie Závit pre hadicu Ø A: B I 
 (mm) (mm) (mm) (mm)
K- 07 15 05 75
K- 07 15 05 76
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