K-WV 5/2 DIFFERENZIALKOLBEN
5/2-way pilot valves, with differential piston HANSA[/ FLEX

- r‘r

Vlastnosti

Prevadzkovy tlak 2,5 - 10 bar (monostable)\n1,0 - 10 bar (bistable)\
nvacuum up to 10 bar (external pilot air)

min. pracovny tlak 2.5 bar (monostable), 1.0 bar (bistable)
Rozsah tepl6t -10 °C to +60 °C

Prietok 6bar a 10bar 550 NI/min (G 1/8), 1100 NI/min (G 1/4), 2150 NI/
min (G 3/8), 4600 NI/min (G 1/2)

Prietok 6bar a Sbar 400 NI/min (G 1/8), 750 Nl/min (G 1/4), 1560 NI/
min (G 3/8), 3200 NI/min (G 1/2)

Poznamka
Dalsie Gdaje na vyZiadanie.

Vyrobok

Oznacenie Pripojka Napatie funkcia Schéma zapojenia Cislo Riadenie
K- 07 15 02 05 G1/8 24V DC 5 5/2-way 36

K- 07 15 02 06 G 1/4 24V DC 8 5/2-way 36

K- 07 15 25 85 G 3/8 24V DC 13 5/2-way 36

K- 07 15 02 07 G1/2" 24V DC 15 5/2-way 36

K- 07 15 02 08 G 1/8 230V, 50 Hz 5 5/2-way 36

K- 07 15 02 09 G1/4 230V, 50 Hz 8 5/2-way 36

K- 07 15 25 86 G 3/8 230V, 50 Hz 13 5/2-way 36

K-07 1502 10 G1/2" 230V, 50 Hz 15 5/2-way 36

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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