K-WV 3/2 MANU DRUCKKNOPF
3/2-way pilot valve, manually operated, with pushbutton, NC HANSA[/FLEX

Vlastnosti

Prevadzkovy tlak 2.5 - 10 bar (monostable)\n1.0 - 10 bar (bistable)\
nMax. vacuum 10 bar (external pilot air)

Rozsah tepl6t -10 °C to +60 °C
Prietok 6bar a 10bar 550 NI/min
Prietok 6bar a 5bar 400 NI/min

Stlagenie Monostable
teleso ventila Hlinik
pruzina Special steel
Piest Aluminium

Tesniaci material NBR

Poznamka

3 valve positions only in conjunction with a second 3/2-way valve. <br>Corresponds to a 5/3-way valve.
DalSie Gidaje na vyZiadanie.

Dodatoéné informacie
Important: The scope of supply does not include a connector. Please order separately.

Vyrobok
Oznacenie Pripojka Symbol Stlacenie Podlozka
K- 07 1500 76 G1/8 4 monostable Red/black

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
14.01.2026 HANSA-FLEX AG www.hansa-flex.com 1



