K-L-STECK VB 2
Union olbows HANSAVFLEX

L1

Vlastnosti
Pracovny tlak Max. 16 bar

Prevadzkova teplota  -20 °C to +80 °C

Material Mosadzny poniklovany

Pritlaény krdzok Hostaform

napinaci krizok Stainless steel

L2

Poznamka
Dalsie Gdaje na vyZiadanie.

Popis

The advanced version of our highly successful push-in fittings series manufactured in nickel-plated brass. Advantages of this new, optimised series:
Much easier connection and disconnection of the hose, even with repeated mounting, can also be used for non-calibrated hoses, suitable for vacuum
operation.

Vyrobok
Oznacenie pre vonkajsi @ hadice L1 L2
(mm) (mm)
K- 07 40 25 34 3 mm 10,4 10,4
K- 07 40 25 35 4 mm 16,7 16,7
K- 07 40 25 36 5 mm 19,2 19,2
K- 07 40 25 37 6 mm 19,0 19,0
K- 07 40 25 38 8 mm 21,3 21,3
K- 07 40 25 39 10 mm 23,3 23,3
K- 07 40 25 40 12 mm 26,0 26,0
K- 07 40 25 41 14 mm 29,3 29,3

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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