K-WTST SAFETY BK SCHA AN DR HANSA

SAFETY service unit sets, comprising a ball valve with silencer, start-

up valve and pressure regulator HANSA[/FLEX

Viastnosti - A
Vstupny tlak 2.5-16 bar H f
Vystupny tlak 0.5 - 8 bar .
Rozsah tepl6t -10 °C to +50 °C F
Média Tlakovy vzduch B
Tesniaci material NBR '
Pripojovaci zavit Material: Die-cast zinc
Zasobnik Polycarbonate (with bayonet lock) and bowl
guard
filtraéna viozka Cellpor (PE) 5 um
Kryt Material: Grivory® (PA 66)
Membrana NBR

Spotreba vlastného vzduchu ~ Max. 1.5 I/min (depending on secondary
pressure)

Meranie prietoéného mnoZstva At P1 = 10 bar, P2 = 6.3 bar and pressure
drop Ap = 1 bar

Pripoj. odvzdus. Gulovy kohit  Silencer

Poznamka
DalSie Gidaje na vyZiadanie.

Popis
These compressed air service unit sets, comprising a ball valve with silencer, a start-up valve and one out of a pressure regulator, filter regulator
or service unit, meet even the strictest requirements for operating reliability and accident prevention!

Pokyny pre objednanie
The price does not include a key lock and padlock. Please order separately. For accessories and spare parts, refer to individual components: ball
valve, start-up valve, pressure regulator, filter regulator, 2-piece service unit

Vyrobok
Oznacenie Rozsah regulacie Prietok

(L/min)
K- 07 25 15 20 G1/4 2.5 -8 bar 2000 156,0 128,5 mm 95,5
K- 07 25 15 21 G 3/8 2.5 -8 bar 2000 156,0 128,5 mm 95,5
K- 07 25 15 22 G 3/8 2.5 -8 bar 4300 189,0 149,5 mm 110,0
K- 07 25 15 23 G1/2 2.5-8bar 4300 189,0 149,5 mm 110,0
K- 07 25 15 24 G 3/4 2.5-8bar 10000 255,0 191,0 mm 137,0
K-07 2515 25 G1 2.5 -8 bar 10000 255,0 191,0 mm 137,0

Prislusenstvo
K-STECKSCHLOSS Key lock
K-VORHAENGESCHLOSS  Padlock

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
14.01.2026 HANSA-FLEX AG www.hansa-flex.com 1



