K-DRS ELEKTRONISCH
Pressure switches, electronic with digital display HANSA[/FLEX

Vlastnosti

Teplota okolia -20 °C to +80 °C
Elektrické pripojenie Kruhovy konektor M 12 x 1, 4-pol.
Vystupny signal 2 switching outputs
Presnost’ 1% of span

Pomocna energia DC 15 - 35V

Casti dotykajtce sa meranej latky  CrNij steel

Teplota meranej latky -20 °C to +85 °C
Pripojenie na proces G 1/4

Krytie IP 65 and IP 67 (M 12 x 1)
Kryt CrNi steel

Poznamka

DalSie Gdaje na vyZiadanie.

Popis
Electronic pressure switch with digital display, made of stainless steel, for monitoring and measuring pressures in liquids, gases or compressed air.
Applications: Machine tools, compressors and pumps, hydraulic and pneumatic systems, machinery in general

Vyrobok

Oznacenie Pripojka Rozsah merania
K- 07 30 30 07 G 1/4 0-1.0 bar
K- 07 30 30 12 G 1/4 0-2.5bar
K- 07 3030 15 G 1/4 0-4.0 bar
K- 07 3030 18 G1/4 0-6.0 bar
K- 07 30 30 08 G 1/4 0-10.0 bar
K- 07 30 30 10 G 1/4 0-16.0 bar
K- 07 3030 13 G 1/4 0 - 25.0 bar
K- 07 30 30 16 G 1/4 0 - 40.0 bar
K- 07 30 30 19 G 1/4 0 - 60.0 bar
K- 07 30 30 09 G1/4 0 - 100.0 bar
K- 07 30 30 11 G1/4 0 - 160.0 bar
K- 07 30 30 14 G1/4 0 - 250.0 bar
K- 07 30 30 17 G 1/4 0 - 400.0 bar
K- 07 30 30 20 G 1/4 0 - 600.0 bar

PrisluSenstvo
K-ELEKTRO DRUCHSCHALTER EDS  Electronic pressure switch EDS

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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