K-DIFFERENZDRUCK-DRUCKFLUSS HANSA
Differential pressure flow meter HANSA[/FLEX

Vlastnosti

Meraci systém Defferential pressure method
Prevadzkovy tlak 0-16 bar

Rozsah tepl6t 0°Cto+50°C

Média Compressed air, neutral gases

Vystup hodnét prietoku  Analogue 0 to 10 V or 4 to 20 mA
Prevadzkové napatie 24V DC

Displej background lighting

Poznamka
Dalsie Gdaje na vyZiadanie.

Popis
Differential pressure measuring system for detecting changes in flow rate or consumption and measuring leakage and energy efficiency. There is a

differential pressure at the sensor as soon as a fluid starts to flow. Fast and accurate measurements can be achieved in this way. This robust
instrument in a modern design offers a high level of safety (codable) and requires no maintenance.

Vyrobok

Oznacenie Prevadzkovy tlak Rozsah merania
K- 07 25 19 51 0 - 16 bar 150 - 2000 I/min
K- 07 25 19 52 0-16 bar 200 - 5000 I/min

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
26.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



