K-DRG MANO HW G
Pressure regulators HANSA[/FLEX

Vlastnosti A
Vstupny tlak Max. 10 bar ]
Teplota média max. 70 °C
Teplota okolia Max. 70 °C -y

v D
Rozsah regulacie 0,5-9 bar c 8
Tesniaci material NBR 1= =
kryt pruziny POM h ﬂ
Kryt Die-cast aluminium @
Meranie prietoéného mnozstva At P1 = 8 bar, P2 = 6 bar and pressure drop ’ =3 D
] Ap = 1 bar Inonn
DalSie udaje User manual on request
Vyrobok
Oznacenie Prietok

(L/min)

K- 07 25 05 12 G 1/4 1650 51,0 112,5 mm 83,5 29,0 300
K- 07 25 05 13 G 3/8 2500 51,0 112,5 mm 83,5 29,0 300
K- 07 25 05 14 G1/2 2500 51,0 112,5 mm 83,5 29,0 300
K- 07 2505 15 G 3/8 4000 68,0 140,5 mm 104,0 36,5 400
K- 07 2505 16 G1/2 4000 68,0 140,5 mm 104,0 36,5 400
K- 07 25 05 17 G 3/4 12000 85,0 191,5 mm 141,5 50,0 600
K- 07 25 05 18 G1 12000 85,0 191,5 mm 141,5 50,0 600

Prislusenstvo

. R Set of wearing
K-VERSCHLEI-SATZ parts

~ Replacement
K-ERSATZMEMBRANE diaphragm

: Adapter plate
K-ADAPTERPLATTEN HANSA HANSA
K-HALTERBAUSATZ Holder
K-VERBINDUNGELEMENTE Connecting sets
K-WANDHALTER Wall bracket

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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