K-WTEH 2-TLG PC-BEHAEL S W H G-MINI

Service units, 2-piece with polycarbonate bowl and joiner for wall

mounting, semi-automatic drain valve

HANSAVFLEX

Vlastnosti

Vstupny tlak Max. 10 bar
Teplota média max. 70 °C
Teplota okolia Max. 70 °C

Velkost pérov vo filtratnej viozke 5 ym

Tesniaci material NBR

kryt pruziny POM

Kryt Die-cast aluminium
Vlozka kvapkadla Brass/POM

Drain valve

Semi-automatic

Meranie prietoéného mnoZstva

At P1 = 8 bar, P2 = 6 bar and pressure
drop Ap =1 bar
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DalSie udaje User manual on request

Vyrobok

Oznacenie Rozsah regulacie Prietok Velkost’
(L/min)

K- 07 25 14 09 G1/8 1.5-9 bar 500 88,0 161,0 mm 68,0 93,0 200

K- 07 25 14 10 G1/4 1.5-9 bar 500 88,0 161,0 mm 68,0 93,0 200

Prislusenstvo
K-VERSCHLEI-SATZ

Set of wearing

parts
K-ERSATZMEMBRANE Replacement
diaphragm
S Adapter plate
K-ADAPTERPLATTEN HANSA HANSA

K-FILTERELEMENT

Filter element

K-VERBINDUNGELEMENTE

Connecting sets

K-WANDHALTER

Wall bracket

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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HANSA-FLEX AG

www.hansa-flex.com




