K-NEBELOELER PC-BEHAELTER HW G

Oil-mist lubricators with polycarbonate bowl, bowl guard and »HW«

mounting bracket HANSAVFLEX

Vlastnosti A
Vstupny tlak Max. 10 bar —l':*—]
Teplota média max. 70 °C Cl 5 2
Teplota okolia Max. 70 °C ]
Pracovny tlak 0.5-9 bar
Tesniaci material NBR B Q
kryt pruziny POM D
Kryt Die-cast aluminium
Vlozka kvapkadla Brass/POM
Meranie prietoéného mnozstva At P1 = 8 bar, P2 = 6 bar and pressure drop
Ap =1 bar
Dalsie udaje User manual on request
Vyrobok
Oznadenie Prietok : : Velkost’
(L/min)
K- 07 25 08 68 G1/4 2200 51,0 169,0 mm 44,0 125,0 300
K- 07 25 08 69 G 3/8 2650 51,0 169,0 mm 44,0 125,0 300
K- 07 25 08 70 G1/2 2650 51,0 169,0 mm 44,0 125,0 300
K- 07 25 08 71 G 3/8 7500 68,0 190,0 mm 48,0 142,0 400
K- 07 25 08 72 G1/2 7500 68,0 190,0 mm 48,0 142,0 400

Prisludenstvo
Spare tanks »G«
K-ERSATZBEHAELTER G UND G-MINI poLY ~ Series and »G-

mini« Series

Polycarbonat
K-HALTERBAUSATZ Holder
K-VERBINDUNGELEMENTE Connecting sets
K-WANDHALTER Wall bracket

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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