K-GMM 2

Glycerine-filled pressure gauges, CrNi steel type

HANSAVFLEX

Vlastnosti
Typ

233.30

Vyhotovenie

Glycerine-filled Bourdon-tube pressure gauge,
CrNi steel type, with solid baffle wall and blow-
out (safety housing)

Pouzitie

For gaseous or liquid, corrosive and crystallising
mediawhich do not have high viscosity, also in
corrosive atmosphere

Akostna trieda

1,6 (4 63 mm), 1,0 (& 100 mm)

Teplota média max. +100 °C
Teplota okolia -20 °C az +60 °C
Kryt CrNi steel

Priehladny kryt stupnice

Laminated safety glass @ 63 = Polycarbonate

Poznamka

Dalsie Gidaje na vyziadanie.

Vyrobok
Oznacenie Rozsah merania (] Pripojka
(mm)

K- 07 20 07 03 -1/0.0 bar 63,0 G 1/4"
K- 07 20 07 04 0-4.0 bar 63,0 G 1/4"
K- 07 20 07 05 0-6.0 bar 63,0 G 1/4"
K- 07 20 07 06 0-10.0 bar 63,0 G 1/4"
K- 07 20 07 07 0 - 16.0 bar 63,0 G 1/4"
K- 07 20 07 08 0 - 25.0 bar 63,0 G 1/4"
K- 07 20 07 09 0 - 40.0 bar 63,0 G 1/4"
K- 07 20 07 10 0 - 60.0 bar 63,0 G 1/4"
K- 07 20 07 11 0 - 100.0 bar 63,0 G 1/4"
K- 07 20 07 12 0-160.0 bar 63,0 G 1/4"
K- 07 20 07 13 0 - 250.0 bar 63,0 G 1/4"
K- 07 20 07 14 0 - 400.0 bar 63,0 G 1/4"
K- 07 20 01 79 -1/0.0 bar 100,0 G 1/2"
K- 07 20 01 80 -1/+1.5 bar 100,0 G 1/2"
K- 07 20 01 81 -1/+3.0 bar 100,0 G 1/2"
K- 07 20 01 82 -1/+5.0 bar 100,0 G 1/2"
K- 07 20 01 83 -1/+49.0 bar 100,0 G 1/2"
K- 07 20 01 84 0-2.5 bar 100,0 G 1/2"
K- 07 20 01 85 0-4.0 bar 100,0 G 1/2"
K- 07 20 01 86 0-6.0 bar 100,0 G 1/2"
K- 07 20 01 87 0-10.0 bar 100,0 G 1/2"
K- 07 20 01 88 0 - 16.0 bar 100,0 G 1/2"
K- 07 20 01 89 0 - 25.0 bar 100,0 G 1/2"
K- 07 20 01 90 0 - 40.0 bar 100,0 G 1/2"
K- 07 20 01 91 0 - 60.0 bar 100,0 G 1/2"
K- 07 20 01 92 0-100.0 bar 100,0 G1/2"
K- 07 20 01 93 0 - 160.0 bar 100,0 G1/2"
K- 07 20 01 94 0 - 250.0 bar 100,0 G 1/2"
K- 07 20 01 95 0 - 400.0 bar 100,0 G 1/2"
K- 07 20 01 96 0 - 600.0 bar 100,0 G 1/2"

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.

10.03.2026

HANSA-FLEX AG

www.hansa-flex.com 1



