K-BKR ELK 230 VAC MS
Brass ball valves with electric actuator 230 VAC, 50 Hz HANSA[/ FLEX

Vlastnosti — A
Prevadzkovy tlak DN 15 - DN 32: max. 40 bar; DN 40 - DN 50: L
max. 25 bar
Prevadzkova teplota -20 °C to +70 °C
Trvanie zapnutia ED 30 %
Vihkost vzduchu 30 % to 95 % ) B
Spinacie polohy Manually operated -
trieda ochrany IP 67 -
Cas nastavenia 13 sec. = 230 VAC, 50 Hz W t B
15 sec. =24 VDC |_ |
Teplota okolia -30 °C to +70 °C =
Montazna priruba ISO 5211
Kryt Aluminium, powder-coated
gulovy kohut brass nickel plated
guTa, ovladaci hriadel Chrome-plated brass
Tesnenie gule PTFE, glass fibre-reinforced

Tesnenie spinacieho hriadela ~ FKM

Poznamka
Dalsie tdaje na vyziadanie.

Popis

Voltage range 230 VAC, 50 Hz or 24 VDC. 2-way cock, full bore, for neutral gases and liquids. <br>Reversible electric rotary actuator.
Vyrobok

Oznacenie

K- 07 30 20 64 15 Rp 1/2 152,0 189,0 17,0 75,0 26
K- 07 30 20 65 20 Rp 3/4 152,0 192,0 20,0 80,0 32
K- 07 30 20 66 25 Rp 1 152,0 195,0 25,0 90,0 41
K- 07 30 20 67 32 Rp 11/4 152,0 206,0 30,0 110,0 50
K- 07 30 20 68 40 Rp 11/2 152,0 213,0 36,0 120,0 55
K- 07 30 20 69 50 Rp 2 152,0 224,0 45,0 140,0 70

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
28.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



