K-BKR ELK 230 VAC, 50 HZ
Stainless steel ball valves with electric actuator 230 VAC, 50 Hz HANSA[/FLEX

Vlastnosti
Teplota média -20 °C to +70 °C
Prevadzkovy tlak max. 63 bar (depending on temperature and
nominal size)
Trvanie zapnutia ED 30 %
Vlhkost' vzduchu 30 % to 95 %
Spinacie polohy Manually operated
trieda ochrany IP 67
Cas nastavenia 13 sec. = 230 VAC, 50 Hz
15 sec. =24 VDC
Teplota okolia -20 °C az +60 °C
Montazna dizka DIN 3203 - M3
Montazna priruba ISO 5211
Kryt Aluminium, powder-coated
gulovy kohut Stainless steel 1.4401/1.4408
Tesnenie gule PTFE, glass fibre-reinforced

Tesnenie spinacieho hriadela  PTFE, glass fibre-reinforced

Poznamka
Dalsie tdaje na vyziadanie.

Popis

Voltage range 230 VAC, 50 Hz or 24 VDC. <br>Reversible electric rotary actuator.

Vyrobok

Oznacenie

K- 07 30 20 58 15 Rp 1/2 152,0 191,0 24,0 75,0 29
K- 07 30 20 59 20 Rp 3/4 152,0 195,0 26,0 80,0 35
K- 07 30 20 60 25 Rp 1 152,0 203,0 29,0 90,0 41
K- 07 30 20 61 32 Rp 1 1/4 152,0 209,0 36,0 110,0 50
K- 07 30 20 62 40 Rp 11/2 152,0 219,0 40,0 120,0 58
K- 07 30 20 63 50 Rp 2 152,0 275,0 48,0 140,0 72

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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