WAH
Stierka, WAH HANSAVFLEX

Vlastnosti
Konstrukcia Stiera¢ - BOHI———
Rychlost kizania max. 4,0 m/s ‘ - 9‘?\‘* - ‘
Teplota min. -40 °C . ;
o o grooom gf |
eplota max. 110 °C " , ’ =S g, [
Média Mineralny olej ! | i i e
Montaz Stierku tvarujte do formy obli¢ky a zatlacte do : J ol
upinacej drazky B —
Pouzitie For the usage at higher pollution, for e.g.:
Mining
foundries
Material PU 93° Shore A
Vyrobok
Oznacenie C D: d E \ D
(mm) (mm) (mm) (mm) (mm) (mm)
WAH-35 42,0 45,0 35 1,5 10,0 6,3
WAH-36 41,5 44,0 36 1,5 8,0 5,0
WAH-40 45,5 48,0 40 1,5 8,0 5,0
WAH-45 50,5 53,0 45 1,5 8,0 5,0
WAH-50 55,5 58,0 50 1,5 8,0 5,0
WAH-56 63,0 66,0 56 1,5 10,0 6,3
WAH-60 67,0 70,0 60 1,5 10,0 6,3
WAH-63 70,0 73,0 63 1,5 10,0 6,3
WAH-70 78,4 82,6 70 2,0 12,0 8,0
WAH-80 87,0 90,0 80 1,5 10,0 6,3
WAH-90 96,0 102,2 90 2,8 12,4 7.1

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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