K-DRG MANO HANSA PRO
Pressure regulator, with pressure gauge, HANSA PRO HANSA[/FLEX

Vlastnosti B i
Vystupny tlak Pa 0,5 - 8 bar (Standart)Pa 0,1 - 1 barPa 0,1 - 2 [
barPa 0,2 - 4 barPa 0,5 - 10 barPa 0,5 - 16 bar
Teplota média -10 °C to +50 °C
Teplota okolia -10 °C to +50 °C =
Média Tlakovy vzduch “ B
KonStrukcia Diaphragm pressure regulator with relieving =

Spdsob upevnenia  Line mounting, panel mounting, mounting kit or
wall mounting

Ovladanie / poistka lockable handwheel

Montazna poloha Any

Pripojka manometra G 1/4 i
Menovity prietok G 1/2  5.100 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta P =

1 bar)

Menovity prietok G 3/8  4.300 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta P =
1 bar)

Pe max 16 bar

Kryt PAG6

membrana, tesnenia Ms/NBR/PAG

Vyrobok

Oznacenie Pripojka Rozsah regulacie Rozsahy zobrazenia Velkost
K- 07 25 21 36 G3/8i 0.1-1 bar 0-1,6 bar 2
K- 07 25 21 37 G3/8i 0.1 -2 bar 0-2,5bar 2
K- 07 25 21 38 G3/8i 0.2 - 4 bar 0 -6 bar 2
K- 07 25 21 39 G3/8i 0.5 - 8 bar 0-10 bar 2
K- 07 25 21 40 G3/8i 0.5- 10 bar 0 - 16 bar 2
K- 07 25 21 41 G3/8i 0.5 - 16 bar 0 - 25 bar 2
K- 07 25 21 42 G1/2i 0.1-1 bar 0-1,6 bar 2
K- 07 25 21 43 G1/2i 0.1-2 bar 0-2,5bar 2
K- 07 25 21 44 G1/2i 0.2 - 4 bar 0 -6 bar 2
K- 07 25 21 45 G1/2i 0.5 - 8 bar 0-10 bar 2
K- 07 25 21 46 G1/2i 0.5 - 10 bar 0 - 16 bar 2
K- 07 25 21 47 G1/2i 0.5 - 16 bar 0 - 25 bar 2

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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