K-FI HANSA PRO

Compressed air filter, with manual/semi-automatic condensate drain,

HANSAVFLEX

HANSA PRO
Vlastnosti .d_ss =
Teplota média -10 °C to +50 °C lmt lf‘ jﬂl

Teplota okolia

-10°Cto +50 °C

Média

Tlakovy vzduch

Konstrukcia

Centrifugal filter

Spoésob upevnenia

Line mounting, mounting kit or wall mounting

Montazna poloha

Vertical, drain down

Jemnost filtra

5,00 pym

max. mnozstvo kondenzatu

49 cc

Menovity prietok G 1/2

3.500 I/min (P1 = 6 bar/Delta P = 1 bar)

Menovity prietok G 3/8

3.500 I/min (P1 = 6 bar/Delta P = 1 bar)

Pe max 16 bar
filtradna viozka Cellpor
Kryt PA66
Vyrobok

=

-q! ;

o
a

r

1895

i

apo O
R 1

Oznacenie Pripojka Zasobnik Velkost’ Vypustanie kondenzatu

K- 07 25 21 20 G3/8i polycarbonate with protective cage 2 manual / semi-automatic
K- 07 25 21 21 G1/2i polycarbonate with protective cage 2 manual / semi-automatic
K- 07 25 21 22 G3/8i zinc with visual display 2 manual / semi-automatic
K- 07 25 21 23 G1/2i zinc with visual display 2 manual / semi-automatic

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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