K-T-STECK VB 80-100 SCHANH RED INFI

T-push-in connector @ 80 mm/&@ 110 mm with integrated gooseneck
and reduced outlet with female thread

HANSAVFLEX

Vlastnosti

Média Compressed air, vacuum, inert gases

Prevadzkovy tlak

-0,99 bar - 15 bar

Rozsah tepl6t

-20°Cto +80 °C

vodiaci krazok

Technopolymer

Kryt

Aluminium, treated surface

inbusova skrutka

Galvanised steel

zvieraci krizok

Stainless steel 1.4301

matica Aluminium, surface treated

O-krazok NBR

samoistiaca matica  Galvanised steel

poistny krizok Technopolymer

Vyrobok

Oznacenie Vonkajsi @ rarky Pripojka

K- 07 40 55 17 80 - 80 mm G 3/4 14,5 91,0 109,0 145,0 291,5 138,0 6 42
K- 07 40 55 18 80 - 80 mm G1 17,0 91,0 109,0 145,0 291,5 138,0 6 49
K- 07 40 55 19 80 - 80 mm G11/2 20,0 91,0 109,0 145,0 291,5 138,0 6 66
K- 07 40 55 20 80 - 80 mm G2 22,0 91,0 109,0 145,0 2915 138,0 6 80
K- 07 40 54 69 110 - 110 mm G 3/4 14,5 125,5 150,5 200,0 401,0 180,0 8 42
K- 07 40 54 70 110 - 110 mm G1 17,0 125,5 150,5 200,0 401,0 180,0 8 49
K- 07 40 54 71 110 - 110 mm G11/2 20,0 125,5 150,5 200,0 401,0 180,0 8 66
K- 07 40 54 72 110-110 mm G2 22,0 125,5 150,5 200,0 401,0 180,0 8 80

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.

23.02.2026

HANSA-FLEX AG

www.hansa-flex.com



