K-WTEH 3-TEILIG HANSA PRO

3-part service unit, with manual/semi-automatic condensate drain and

pressure gauge, HANSA PRO HANSA[/FLEX

Vlastnosti

Vystupny tlak Pa 0,5 - 8 bar (Standart)Pa 0,1 - 1 barPa
0,1-2barPa 0,2 - 4 barPa 0,5 - 10 barPa
0,5 - 16 bar

Teplota média -10 °C to +50 °C

Teplota okolia -10 °C to +50 °C

Média Tlakovy vzduch

KonStrukcia Centrifugal filter membrane pressure
regulator with relieving, fog lubricator

Sposob upevnenia Line mounting, panel mounting, mounting
kit or wall mounting

Ovladanie / poistka lockable handwheel

Montazna poloha Vertical, drain down

Jemnost filtra 5,00 ym

Pripojka manometra G1/4i

max. mnozstvo kondenzétu 49 cc

max. mnozstvo plniaceho oleja 80 cc
Menovity prietok G 1/2 3.500 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta

P =1 bar

Menovity prietok G 3/8 3.500 I/mi)n (P1 =10 bar, P2 = 6,3 bar/Delta
P =1 bar)

Olej. mazanie pri qv=1000 Umin 1.2 drops / min (guideline)

PE max 12 16 bar

filtrana viozka Cellpor

Kryt PAG6

membrana, tesnenia Ms/NBR/PA6

Vlozka kvapkadla Polycarbonate

Druh oleja CL 32 acc. to DIN 51517 - ISO VG 32

Vyrobok

Oznacenie Pripojka Rozsah regulacie  Rozsahy zobrazenia Zasobnik Velkost  Vypustanie kondenzatu

K-07252212 G3/8i 0.1-1 bar 0-1,6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252213 G3/8i 0.1-2bar 0-2,5bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252214 G3/8i 0.2 - 4 bar 0 -6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252215 G3/8i 0.5 -8 bar 0-10 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252216 G3/8i 0.5-10 bar 0-16 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07 252217 G3/8i 0.5-16 bar 0- 25 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252218 G 1/2i 0.1-1bar 0-1,6bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252219 G1/2i 0.1 -2 bar 0-2,5bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252220 G1/2i 0.2 - 4 bar 0 -6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-072562221 G1/2i 0.5 -8 bar 0-10 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252222 G1/2i 0.5-10 bar 0- 16 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252223 G1/2i 0.5 - 16 bar 0 - 25 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252224 G3/8i 0.1-1 bar 0-1,6bar zinc with visual display 2 manual / semi-automatic
K-07252225 G3/8i 0.1-2bar 0-2,5bar zinc with visual display 2 manual / semi-automatic
K-07252226 G3/8i 0.2 -4 bar 0 -6 bar zinc with visual display 2 manual / semi-automatic
K-07252227 G3/8i 0.5 -8 bar 0-10 bar zinc with visual display 2 manual / semi-automatic
K-07252228 G3/8i 0.5-10 bar 0-16 bar zinc with visual display 2 manual / semi-automatic
K-07252229 G3/8i 0.5 - 16 bar 0 - 25 bar zinc with visual display 2 manual / semi-automatic
K-07252230 G1/2i 0.1-1 bar 0-1,6bar zinc with visual display 2 manual / semi-automatic
K-07252231 G1/2i 0.1-2bar 0-2,5bar zinc with visual display 2 manual / semi-automatic
K-07252232 G1/2i 0.2 - 4 bar 0 -6 bar zinc with visual display 2 manual / semi-automatic
K-07252233 G1/2i 0.5 - 8 bar 0-10 bar zinc with visual display 2 manual / semi-automatic
K-07252234 G1/2i 0.5 -10 bar 0-16 bar zinc with visual display 2 manual / semi-automatic
K-07252235 G1/2i 0.5 - 16 bar 0 - 25 bar zinc with visual display 2 manual / semi-automatic

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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