
K-W90 DRV AS-FS
Speed controllers, 90°,connection plug, with built-in indicator

Napriek čo najstarostlivejšej kontrole nemôžeme vylúčiť chyby a nepreberáme žiadnu záruku za zahrnuté údaje.
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Vlastnosti
max. prevádzkový tlak 1 MPa
min. prevádzkový tlak 0.10 MPa
odbočky 1
Počet prívodov 1
Nastavenie okienka zobrazenia 0°
Farba otočného gombíka Blue
Skúšobný tlak 1,50 MPa
Riadenie Flow governing
Teplota média -5 °C to +60 °C (ohne Gefrieren)
Teplota okolia -5 °C bis +60 °C (no freezing)
Médiá Tlakový vzduch
Materiál hadice polyamid, soft polyamid, polyurethane, FEP,

PFA
Séria AS-FS
Ďalšie údaje large rotary knob with push-lock latch

larger free space under the hose
Lockable rotary knob, numeric display

Výrobok
Označenie Veľkosť Prípojka odbočka Prípojka prívod Vyhotovenie Otáčky ihly Hmotnosť na m 
 (kg)
K- 07 30 30 54
K- 07 30 30 57
K- 07 30 30 55
K- 07 30 30 56
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for hose outer-Ø2 mm
for hose outer-Ø3.2 mm
for hose outer-Ø4 mm
for hose outer-Ø6 mm
for hose outer-Ø3.2 mm
for hose outer-Ø3.2 mm
for hose outer-Ø4 mm
for hose outer-Ø4 mm
for hose outer-Ø6 mm
for hose outer-Ø6 mm
for hose outer-Ø6 mm
for hose outer-Ø6 mm
for hose outer-Ø8 mm
for hose outer-Ø8 mm
for hose outer-Ø8 mm
for hose outer-Ø10 mm
for hose outer-Ø10 mm
for hose outer-Ø10 mm
for hose outer-Ø6 mm
for hose outer-Ø6 mm
for hose outer-Ø8 mm
for hose outer-Ø8 mm
for hose outer-Ø10 mm
for hose outer-Ø10 mm
for hose outer-Ø12 mm
for hose outer-Ø10 mm
for hose outer-Ø10 mm
for hose outer-Ø12 mm
for hose outer-Ø12 mm
for hose outer-Ø16 mm
for hose outer-Ø16 mm

outer thread M 5
outer thread M 5
outer thread M 5
outer thread M 5
outer thread R 1/8
outer thread R 1/4
outer thread R 1/8
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outer thread R 1/8
outer thread G 1/8
outer thread R 1/4
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outer thread G 1/4
outer thread R 1/8
outer thread R 1/4
outer thread G 1/4
outer thread R 3/8
outer thread G 3/8
outer thread R 3/8
outer thread G 3/8
outer thread R 3/8
outer thread G 3/8
outer thread R 3/8
outer thread R 1/2
outer thread G 1/2
outer thread R 1/2
outer thread G 1/2
outer thread R 1/2
outer thread G 1/2

with sealing ring
with sealing ring
with sealing ring
with sealing ring
Teflon coated
Teflon coated
Teflon coated
Teflon coated
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
Teflon coated
surface with sealing ring
Teflon coated
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
Teflon coated
surface with sealing ring
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surface with sealing ring
Teflon coated
surface with sealing ring

8
8
8
8
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10

0,007
0,007
0,007
0,008
0,007
0,023
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