HK SAB M v P
Bezpecnostny a uzatvaraci blok s ruénym uvolhovanim HANSA / FLEX

Vlastnosti
Konstrukcia Poistny ventil
Prevadzkovy tlak max. 350 bar

Doplnkova charakteristika s osvedéenim TUV

Material Tesnenie: NBR
Pripojka pre tlakové nadrze M33x2
Poznamka

Poistny ventil je pevne nastaveny, pri priradeni prislusnému zasobniku dodrzte prosim maximalny tlak!

Popis

The Safety Unit serves as a device for the protection, shut off and discharge of hydro accumulators. It is designed according to

PED 2014/68/EU, article 3 paragraph 3, manufactured and considered to the European safety regulations for the operation of hydraulic accumulators. The
discharge of the accumulator is manually by a ball valve or a relief valve.

Viskozita kvapalin musi byt’ v ramci nasledujucich hranic:

min. 10 mm2/s, max. 380 mm2/s

Vyrobok
Oznacenie : : Hmotnost’
(kg)
HKSAB10M 100N 100 120 98 29 50 24 73 75 101 174" 1/4" 12" 12" 4,2
HKSAB10M200N 200 120 98 29 50 24 73 75 101 174" 1/4" 12" 12" 4,2
HKSAB10M210N 210 120 98 29 50 24 73 75 101 1/4"  1/4" 12" 12" 4,2
HKSAB10M 250 N 250 120 98 29 50 24 73 75 101 174" 14" 12" 12" 4,2
HKSAB10M 330N 330 120 98 29 50 24 73 75 101 1/4" 14" 12" 12" 4,2
HKSAB20 M330 N 330 98 120 39 71 25 73 90 184 12" 14" 1" 3/4" 6,6

Prislusenstvo

HK AS Adaptér zasobnika pre bezpec€nostny a uzatvaraci blok
HK MSM  Poistna matica pre membranové zasobniky C

tvor( prisluSenstvo pre nasledujice produkty

Membranovy zasobnik
HKOLM A pripojka A
Membranovy zasobnik
HKOLMC pripojka C
HK BLAK Bublinova pamat’

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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