STOP LOCK
Poistka na hadice HANSA[/FLEX

Vlastnosti
Material Ocel .
Oblast pouZitia  Ochrana os6b pred $lahajlcou hadicou. ’.”*,,:F B \
Rozsah tepldt  -30 °C az +150 °C - o -
—— ~ 4 J-ﬂ

Certifikat BGR 237 . ?

DIN EN ISO 4413 { e

BGI 5100 o . ) b ’

Smernica o strojnych zariadeniach 2006/42/ES - r

i .
Vyrobok
Oznacenie pre stroje pevny bod @ pre hadicu DN pre vonkajsi @ hadice max. prevadzkovy tlak
(bar)

STOP LOCK 45 85 11,5-15,5mm 02 - 04 4,5-8,5mm 630
STOP LOCK 1119 12-20mm 05 - 08 11-19mm 450
STOP LOCK 1119 UHP  12-20mm 06 11-19mm 700
STOP LOCK 1728 18-24mm 10-12 17-28mm 450
STOP LOCK 2331 22-30mm 16 23-31mm 420
STOP LOCK 2635 28-36mm 19 26-35mm 420
STOP LOCK 3444 32-42mm 25 34-44mm 420
STOP LOCK 4352 38-52mm 31 43-52mm 210
STOP LOCK 5061 44-52mm 38 50-61mm 200
STOP LOCK 6074 56-62mm 51 60-74mm 185
STOP LOCK 4352 HP 38-52mm 31 43-52mm 350
STOP LOCK 5061 HP 44-52mm 38 50-61mm 310
STOP LOCK 6074 HP 56-62mm 51 60-74mm 270
STOP LOCK 4352 UHP  38-52mm 31 43-52mm 500
STOP LOCK 5061 UHP  44-52mm 38 50-61mm 450
STOP LOCK 6074 UHP  56-62mm 51 60-74mm 420

Prislusenstvo

~ Poistka na zachytenie hadice, suprava
STOP LOCK-KIT naradia
STOP LOCK-TAPE  Poistka na zachytenie hadice

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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