XRT
Reducirni vijaéni prikljugek, izvedba T HANSA[/ FLEX

Lastnosti
Prikljuéek 1 - 3 metrini zunanji navoj, cilindricni o

Oblika tesnila1-3  24° notranji konus

Nagcin izdelave reducirni vijacni prikljucek 1 |_.—,-—- . =
= A u:
Oblika izdelave  izvedba T | 17 | e
Standard ISO 8434-1 | | r
T 1
Obseg dobave nastavek (brez prekrivne matice in rezalnega a0
obroca) 3 = “u ‘
Material: jeklo A N S = S

Za$Cita povr§ine  galvani¢no prevle¢eno

Navodilo
Za navodila za montazo, vgradnjo, obremenitev s tlakom in dovoljene temperature delovanja si, prosimo, oglejte tehni¢ne podatke za navojne cevne
prikljucke.

Artikel
i Obratovalni tlak bar

XRT 04 08 04 LL LL PN 100 4 8 4 17,0 13,0 17,0 13,0 17,0 11,5 12
XRT 06 04 06 LL LL PN 100 6 4 6 15,0 9,5 15,0 9,5 15,0 11,0 11
XRTNWO0406 04 HL L PN 315 6 8 6 21,0 14,0 21,0 14,0 21,0 14,0 12
XRTNWO040804HL L PN 315 6 10 6 22,0 15,0 22,0 15,0 22,0 15,0 14
XRTNWO06 04 06 HL L PN 315 8 6 8 29,0 14,0 21,0 14,0 21,0 21,0 12
XRTNWO06 06 04 HL L PN 315 8 8 6 21,0 14,0 21,0 14,0 21,0 14,0 14
XRTNWO06 0806 HL L PN 315 8 10 8 22,0 15,0 22,0 15,0 22,0 15,0 14
XRTNWO06 1006 HL L PN 315 8 12 8 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNWO06 1306 HL L PN 315 8 15 8 21,0 14,0 21,0 14,0 21,0 14,0 19
XRTNW 0804 08HL L PN 315 10 6 10 22,0 15,0 22,0 15,0 22,0 15,0 14
XRTNWO0806 06 HL L PN 315 10 8 8 22,0 15,0 22,0 15,0 22,0 15,0 17
XRTNWO0806 08HL L PN 315 10 8 10 22,0 15,0 22,0 15,0 22,0 15,0 14
XRTNWO080804HL L PN 315 10 10 6 22,0 15,0 22,0 15,0 22,0 15,0 14
XRTNWO081008HL L PN 315 10 12 10 24,0 17,0 24,0 17,0 24,0 17,0 19
XRTNWO081308HL L PN 315 10 15 10 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW1004 10 HL L PN 315 12 6 12 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW1006 06 HL L PN 315 12 8 8 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW1006 10HL L PN 315 12 8 12 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW100808HL L PN 315 12 10 10 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW 100810 HL L PN 315 12 10 12 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW 101006 HL L PN 315 12 12 8 24,0 17,0 24,0 17,0 24,0 17,0 19
XRTNW101008 HL L PN 315 12 12 10 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW101310HL L PN 315 12 15 12 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW1016 10 HL L PN 315 12 18 12 31,0 24,0 31,0 24,0 31,0 23,5 24
XRTNW102010HL L PN 160 12 22 12 35,0 28,0 35,0 28,0 35,0 27,5 27
XRTNW 1304 13HL L PN 315 15 6 15 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW 1306 06 HL L PN 315 15 8 8 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW 1306 13HL L PN 315 15 8 15 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW 130806 HL L PN 315 15 10 8 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW130808HL L PN 315 15 10 10 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW130813HL L PN 315 15 10 15 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW131010HL L PN 315 15 12 12 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW 131013 HL L PN 315 15 12 15 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW131308HL L PN 315 15 15 10 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW131310HL L PN 315 15 15 12 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW 1316 13HL L PN 315 15 18 15 31,0 24,0 31,0 24,0 31,0 23,5 24
XRTNW132010HL L PN 160 15 22 12 35,0 28,0 35,0 28,0 35,0 27,5 27
XRTNW 1606 06 HL L PN 315 18 8 8 31,5 24,0 31,0 24,0 30,5 23,5 24
XRTNW1606 16 HL L PN 315 18 8 18 31,0 23,5 31,0 23,5 31,0 24,0 24
XRTNW16 08 08 HL L PN 315 18 10 10 31,0 23,5 31,0 24,0 31,0 24,0 24
XRTNW 160816 HL L PN 315 18 10 18 31,0 23,5 31,0 23,5 31,0 24,0 24
XRTNW 161010 HL L PN 315 18 12 12 31,0 23,5 31,0 24,0 31,0 24,0 24
XRTNW 161016 HL L PN 315 18 12 18 31,0 23,5 31,0 23,5 31,0 24,0 24
XRTNW 161316 HL L PN 315 18 15 18 31,0 23,5 31,0 23,5 31,0 24,0 24

—

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
24.02.2026 HANSA-FLEX AG www.hansa-flex.com 1



XRT
Reducirni vijaéni prikljugek, izvedba T HANSA[/ FLEX

Artikel

Obratovalni tlak bar

XRTNW 1616 06 HL L PN 315 18 18 8 31,0 23,5 30,5 23,5 31,0 23,5 24
XRTNW 1616 08 HL L PN 315 18 18 10 31,0 23,5 31,0 24,0 31,0 23,5 24
XRTNW 1616 10 HL L PN 315 18 18 12 31,0 23,5 30,5 23,5 31,5 24,0 24
XRTNW200820HL L PN 160 22 10 22 35,0 27,5 35,0 27,5 35,0 28,0 27
XRTNW201020HL L PN 160 22 12 22 35,0 27,5 35,0 27,5 35,0 28,0 27
XRTNW201313HL L PN 160 22 15 15 35,0 27,5 35,0 28,0 35,0 28,0 27
XRTNW201320HL L PN 160 22 15 22 35,0 27,5 35,0 27,5 35,0 28,0 27
XRTNW2016 16 HL L PN 160 22 18 18 35,0 27,5 35,0 27,5 35,0 27,5 27
XRTNW2016 20 HL L PN 160 22 18 22 35,0 27,5 35,0 27,5 35,0 27,5 27
XRTNW202016 HL L PN 160 22 22 18 35,0 27,5 35,0 27,5 35,0 27,5 27
XRTNW202520HL L PN 160 22 28 22 38,0 30,5 38,0 30,5 38,0 30,5 36
XRTNW250825 HL L PN 160 28 10 28 38,0 30,5 38,0 30,5 38,0 31,0 36
XRTNW251025 HL L PN 160 28 12 28 38,0 30,5 38,0 30,5 38,0 31,0 36
XRTNW2513256 HL L PN 160 28 15 28 38,0 30,5 38,0 30,5 38,0 31,0 36
XRTNW2516 25 HL L PN 160 28 18 28 38,0 30,5 38,0 30,5 38,0 30,5 36
XRTNW252020HL L PN 160 28 22 22 38,0 30,5 38,0 30,5 38,0 30,5 36
XRTNW252025HL L PN 160 28 22 28 38,0 30,5 38,0 30,5 38,0 30,5 36
XRTNW252520HL L PN 160 28 28 22 38,0 30,5 38,0 30,5 38,0 30,5 36
XRTNW322032HL L PN 160 35 22 35 45,0 34,5 45,0 34,5 45,0 37,5 41
XRTNW322525 HL L PN 160 35 28 28 45,0 34,5 45,0 37,5 45,0 37,5 41
XRTNW322532HL L PN 160 35 28 35 45,0 34,5 45,0 34,5 45,0 37,5 41
XRTNW16HL16HS L/S PN 315 20 18 20 37,0 26,5 37,0 26,5 37,0 29,5 27
XRTNWO040304HS S PN 630 8 6 8 20,0 13,0 19,0 12,0 20,0 13,0 12
XRTNWO060306 HS S PN 630 10 6 10 25,0 17,5 25,0 17,5 25,0 18,0 17
XRTNWO080308HS S PN 630 12 6 12 24,5 17,0 24,5 17,0 24,0 17,0 17
XRTNWO080404HS S PN 630 12 8 8 29,0 21,5 29,0 22,0 29,0 22,0 17
XRTNWO080408HS S PN 630 12 8 12 29,0 21,5 29,0 21,5 29,0 22,0 17
XRTNWO0806 08 HS S PN 630 12 10 12 29,0 21,5 29,0 21,5 29,0 21,5 17
XRTNW 081308 HS S PN 630 12 16 12 33,0 25,5 33,0 25,5 33,0 24,5 24
XRTNW1006 10HS S PN 630 14 10 14 30,0 22,0 30,0 22,0 30,0 22,5 19
XRTNW130313HS S PN 400 16 6 16 33,0 24,5 33,0 24,5 33,0 26,0 24
XRTNW130413HS S PN 400 16 8 16 33,0 24,5 33,0 24,5 33,0 26,0 24
XRTNW130613HS S PN 400 16 10 16 33,0 24,5 33,0 24,5 33,0 25,5 24
XRTNW130813HS S PN 400 16 12 16 33,0 24,5 33,0 24,5 33,0 25,5 24
XRTNW131613HS S PN 400 16 20 16 37,0 28,5 37,0 28,5 37,0 26,5 27
XRTNW 1606 16 HS S PN 400 20 10 20 37,0 26,5 37,0 26,5 37,0 29,5 27
XRTNW 160816 HS S PN 400 20 12 20 37,0 26,5 37,0 26,5 37,0 29,5 27
XRTNW16 1016 HS S PN 400 20 14 20 37,0 26,5 37,0 26,5 37,5 29,5 27
XRTNW16 1316 HS S PN 400 20 16 20 37,0 26,5 37,0 26,5 37,0 28,5 27
XRTNW161620HS S PN 400 20 20 25 39,0 28,5 40,5 28,5 37,0 28,5 36
XRTNW162016 HS S PN 400 20 25 20 42,0 31,5 42,0 31,56 42,0 30,0 36
XRTNW201320HS S PN 400 25 16 25 42,0 30,0 42,0 30,0 42,0 33,5 36
XRTNW201620HS S PN 400 25 20 25 42,0 30,0 42,0 30,0 42,0 31,5 36
XRTNW202520HS S PN 400 25 30 25 49,0 37,0 49,0 37,0 49,0 35,5 41
XRTNW251325HS S PN 400 30 16 30 49,0 35,5 49,0 35,5 49,0 40,5 41
XRTNW251625HS S PN 400 30 20 30 49,0 35,5 49,0 35,5 49,0 38,5 41
XRTNW252025HS S PN 400 30 25 30 49,0 35,5 49,0 35,5 49,0 37,0 41

serija: LL = zelo lahko L =lahko S =tezko - PN =nazivnitlak PB = maks. obratovalni tlak — D1, D2, D3 = zunanji premer cevi — TGL =M 27 x 2

Variante izdelka
XRT VA  Reducirni vijacni prikljucek, izvedba T, nerjavno jeklo
RT Reducirni vijaéni priklju¢ek, izvedba T, jeklo
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