XSVR ED
Pregradni-uvojni vijacni prikljucki HANSA[/FLEX

Lastnosti

Prikljuek 1 zunanji navoj cilindri¢ni BSP sy &8

Oblika tesnila 1 izvedba E A

Prikljucek 2 metri€ni zunaniji navoj, cilindricni rﬁ[ﬁﬂ=%—'ﬁf
Oblika tesnila 2 24° notranji konus Be1y th je2
Nagin izdelave  Pregradni-uvojni vijaéni prikljugki .ri—% o ZeAt s
Oblika izdelave  ravno | ] b2

Standard DIN 2353 - L -

ISO 8434-1
Obseg dobave  nastavek (brez prekrivne matice in rezalnega obroca)

Material: jeklo

Zascita povrdine  galvani¢no prevlec¢eno

Navodilo
Za navodila za montazo, vgradnjo, obremenitev s tlakom in dovoljene temperature delovanja si, prosimo, oglejte tehni¢ne podatke za navojne cevne
prikljucke.

Artikel

Obratovalni tlak bar

XSVR NW 06 HL ED L PN 315 8 G 1/4"-19 M14x15 18,9 12 53,0 27,0 19 19
XSVRNWO6 HL3/8ED L PN 315 8 G 3/8"-19 M14x15 21,9 12 54,5 27,0 22 19
XSVRNWO6HL1/2ED L PN 315 8 G1/2"-14 M14x15 26,9 14 58,0 27,0 27 19
XSVR NW 08 HL ED L PN 315 10 G 1/4"-19 M16x15 18,9 12 55,0 28,0 22 22
XSVRNWO8HL1/2ED L PN 315 10 G1/2"-14 M16x15 26,9 14 59,0 27,0 27 22
XSVR NW 10 HL ED L PN 315 12 G 3/8"-19 M18x156 219 12 56,5 29,0 24 24
XSVRNW10HL1/2ED L PN 315 12 G1/2"-14 M18x15 26,9 14 60,0 29,0 27 24
XSVR NW 13 HL ED L PN 250 15 G1/2"-14 M22x15 26,9 14 62,0 31,0 27 30
XSVRNW13HL3/4ED L PN 250 15 G 3/4"-14 M22x1,5 31,9 16 66,0 31,0 32 30
XSVR NW 16 HL ED L PN 250 18 G1/2"-14 M26x15 26,9 14 66,0 33,5 32 36
XSVRNW16 HL3/4ED L PN 250 18 G 3/4"-14 M26x15 31,9 16 68,0 33,5 32 36
XSVRNW16 HL1ED L PN 250 18 G1"-11 M26x15 39,9 18 73,0 33,5 41 36
XSVR NW 20 HL ED L PN 250 22 G 3/4"-14 M30x2 31,9 16 71,0 34,5 36 41
XSVR NW 40 HL ED L PN 250 42 G1,1/2"-11 M52x2 54,9 22 86,0 36,0 60 65
XSVRNWO8HS1/2ED S PN 400 12 G1/2"-14 M20x1,5 26,9 14 65,0 30,5 27 27
XSVR NW 13 HS ED S PN 400 16 G1/2"-14 M24x15 26,9 14 68,0 31,5 32 32
XSVRNW13HS3/4ED S PN 400 16 G 3/4"-14 M24x15 31,9 16 70,0 31,5 32 32
XSVR NW 16 HS ED S PN 400 20 G 3/4"-14 M30x2 31,9 16 75,0 33,5 41 41
XSVRNW20HS 3/4ED S PN 400 25 G 3/4"-14 M36x2 31,9 16 80,0 35,0 46 46
XSVR NW 20 HS ED S PN 400 25 G1"-11 M 36 x 2 39,9 18 82,0 35,0 46 46
XSVR NW 25 HS ED S PN 400 30 G1,14"-11 M42x2 49,9 20 89,0 37,5 50 50

serija: LL = zelo lahko L =lahko S =tezko — PN = nazivnitlak PB = maks. obratovalni tlak — @ d2 = zunanji premer cevi

Nadomestni deli
wD Mehko tesnilo za vijacne spoje ED

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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