LOET DK AJF
Nastavek na spajkanje DK AJF HANSA[/FLEX

Lastnosti
Nagdin izdelave  prikljucek na spajkanje

Oblika izdelave ravno

Material: jeklo

Za¢ita povrSine  naoljena

Artikel
Opis @ d2 @ D1 L1
(mm) (mm) (mm)
LOET 04 DK 06 AJF 6 16,0 9,5
LOET 06 DK 08 AJF 8 16,0 9,5
LOET 06 DK 10 AJF 10 16,0 9,5
LOET 08 DK 12 AJF 12 19,0 9,5
LOET 10 DK 14 AJF 14 23,0 10,5
LOET 10 DK 15 AJF 15 23,0 10,5
LOET 10 DK 16 AJF 16 23,0 10,5
LOET 12 DK 18 AJF 18 28,0 14,0
LOET 12 DK 20 AJF 20 28,0 14,0
LOET 16 DK 22 AJF 22 34,0 15,5
LOET 16 DK 25 AJF 25 34,0 15,5
LOET 20 DK 28 AJF 28 41,0 15,5
LOET 20 DK 30 AJF 30 41,0 15,5
LOET 20 DK 32 AJF 32 41,0 15,5
LOET 24 DK 35 AJF 35 49,0 15,5
LOET 24 DK 38 AJF 38 49,0 15,5

@ d2 = zunanji premer cevi

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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